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 RAPISA  JARAPANYACHEEP : EFFECT OF FLAME RETARDANTS ON 
 PHYSICAL PROPERTIES OF SAWDUST/RECYCLED HIGH DENSITY 
 POLYETHYLENE COMPOSITES. THESIS ADVISOR : ASST. PROF. 
 KASAMA  JARUKUMJORN, Ph.D., 131 PP. 
RECYCLED HIGH DENSITY POLYETHYLENE/SAWDUST/COMPOSITE/ 
ALUMINUM TRIHYDRATE/ZINC BORATE/ALKALI TREATMENT/MALEIC 
ANHYDRIDE GRAFTED POLYETHYLENE 
 In this study, sawdust was used as reinforcing filler for preparing 
sawdust/recycled high density polyethylene (rHDPE) composites. Sawdust was 
prepared as untreated sawdust (UT) and alkali treated sawdust (AT). Sodium 
hydroxide (NaOH) concentrations were 2, 5 and 10% w/v and the treatment times 
were 30 and 60 min. Thermal properties, morphological properties, functional group 
analysis and filler composition determination results exhibited that alkali treatment 
removed hemicellulose and lignin from sawdust. SEM micrographs revealed cleaner 
and rougher surface of alkali treated sawdust. The optimum alkali treatment condition 
was 2% w/v NaOH for 30 min 
 Effects of sawdust content and alkali treatment on mechanical, flame retarding, 
thermal and morphological properties of sawdust/rHDPE composites were 
investigated. Sawdust contents were 30, 40 and 50 wt%. Tensile strength, elongation 
at break, flexural strength, impact strength, flame retardancy and thermal stability of 
the composites were decreased with increasing untreated sawdust content while tensile 
modulus and flexural modulus were increased. Alkali treatment enhanced mechanical, 
flame retarding and thermal properties of the composites at all sawdust contents. 









and thermal stability. SEM micrographs revealed the improvement of interfacial 
adhesion between sawdust and rHDPE matrix by alkali treatment. 
 Aluminum trihydrate (ATH) was used as a flame retardant at contents of 10, 
20 and 30 phr. Flame retardancy and thermal stability of the composites were 
improved with increasing ATH content while mechanical properties were not much 
affected. SEM micrographs showed the poor interfacial adhesion between ATH and 
rHDPE matrix. The composite containing 30ATH showed the highest flame 
retardancy and thermal stability.  
 Zinc borate (ZB) was used in the combination with ATH. ATH/ZB ratios were 
2:1, 1:1 and 1:2. The combination of ATH and ZB slightly increased mechanical 
properties of rHDPE/30AT composite comparing to the composite containing ATH. 
The composite containing 30ZB had the highest mechanical properties and thermal 
stability but the lowest flame retardancy. The combination of ATH and ZB at 
ATH:ZB ratios of 2:1 and 1:1 exhibited the synergistic effect in enhancing flame 
retardancy of the composites. The composite containing ATH/10ZB at the ratio of 2:1 
showed the highest flame retardancy.  
 In addition, maleic anhydride grafted polyethylene (MAPE) was used as a 
compatibilizer and its contents were 1, 3 and 5 phr. With increasing MAPE content, 
mechanical properties of the composites were significantly improved while flame 
retardancy and thermal stability were slightly increased. SEM micrographs revealed 
not only the enhancement of interfacial adhesion between fillers and rHDPE matrix 
but also the good distribution of flame retardants and sawdust in rHDPE matrix. 
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1.1 General introduction 
 Lignocellulosic fillers/polymer composites have attracted much attention from 
a number of researchers and manufactures. In comparison with other fillers such as 
traditional glass fiber and inorganic mineral fillers, lignocellulosic fillers have 
received much interest for being used as reinforcing materials because of their 
biodegradability, renewable resources, low cost and light weight. Sawdust, by-product 
obtaining from the wood industry, is one the most used lignocellulosic fillers for the 
manufacture of lignocellulosic fillers/polymer composites. The use of sawdust in 
producing lignocellulosic fillers/polymer composites benefits to the environment and 
also adds value to sawdust. 
 Nowadays, plastics are widely used as packaging, furniture, electronic parts, 
and housewares. This has caused an increasing concern regarding the environment 
problem of plastic waste disposal. Plastic recycling is an alternative solution to 
handling plastic waste disposals. High density polyethylene (HDPE) is one of the 
most commonly used thermoplastic and constitutes large portion of the post-consumer 
household wastes. Moreover, HDPE is easy to separate from the post-consumer 










 Sawdust/recycled high density polyethylene (rHDPE) composites have gained 
increasing interest over decades because they offer interesting combinations of cost 
and properties (Khedari et al., 2004; Gosselin et al., 2006; Khalil et al., 2006; Yang et 
al., 2007). Najafi et al. (2006) and Adhikary et al. (2008) reported that the composites 
made from rHDPE and sawdust showed similar mechanical properties but were much 
cheaper than the composites made from virgin HDPE.  
 The main use of sawdust/rHDPE composites is in building and construction to 
replace impregnated wood in outdoor applications such as decking, railings, window 
and door frames. Sawdust/rHDPE composites are also use as automotive interior 
panels and interior materials such as flooring and furniture. However, the major 
limitation of sawdust/rHDPE composites is poor interfacial adhesion between 
hydrophobic PE and hydrophilic sawdust resulting in the composites with poor 
mechanical properties (Wang et al., 2003). The compatibility of the composites can be 
improved by various methods such as filler surface treatment, matrix modification and 
addition of compatibilizer. Alkali treatment is one of the most used chemical surface 
modifications. The treatment removes lignin, hemicellulose, pectin and impurity 
covering the surface of the filler. Therefore, the effective filler surface area available 
for interaction with the matrix would increase (Morsyleide et al., 2009). This results 
in the improvement of the mechanical properties of the composites (Lopattananon, et 
al., 2006; Suardana et al., 2011; Elzubair et al., 2012).  
 Another drawback of sawdust/rHDPE composites is their high flammability 
because both rHDPE and sawdust are flammable (Stark et al., 2010). Generally, the 
method to improve fire resistance of flammable materials is to use flame retardants 









to provide low flammability to polymeric materials because the uses of flame 
retardants compromise between cost and properties (Bourbigot et al., 2010).  
 Aluminum trihydrate (ATH) is a wildly used flame retardant for polymer. The 
particular benefits of ATH include low health hazard, good purity, cost effectiveness, 
non-corrosion and smoke suppressant. However, high loading level of ATH is 
required to meet flame retardant properties. This could be deteriorated mechanical 
properties of flame retardant materials (Chen et al., 2005). Many investigations found 
that the incorporation of ATH enhanced flame resistance of the polymer composites 
(Schartel et al., 2006; Ramazani et al; 2008; Formicola et al., 2009). The 
decomposition mechanism of ATH can be explained as follows. ATH provides flame 
retarding effects by producing char insulating layer and releasing water at about 
200°C (Klyosov, 2007). 
   2Al(OH)3         Al2O3 + 3H2O             (1.1) 
 Zinc borate (ZB) is one of the flame retardants to use in combination with 
halogen free flame retardants in polymers resulting in the polymers with enhanced 
flame retardancy and mechanical properties. (Ning and Guo 2000; Carpentier et al., 
2007; Formicola et al., 2009). The decomposition of ZB is shown as follows. At about 
320°C, it decomposes endothermically and releases water (Samyn et al., 2007). 
  2ZnO.3B2O3.3H2O   2ZnO.3B2O3 +3H2O            (1.2) 
 The effectiveness of flame retardants can be enhanced by synergistic effect. 











properties (Garcia et al., 2009; Kurt and Mengeloglu, 2009; Bai, Guo and Li, 2014). 
Ning and Guo (2000) found that the combination of ATH and ZB can result in 
synergistic benefits in enhancing flame retardancy of polyvinyl chloride (PVC) 
composites. The interaction of ATH with ZB can lead to a hard residue with porous 
structure which acts as a thermal insulator or barrier protecting the polymer. High 
quality of chars can separate the polymer from heat and oxygen. Kurt and Mengeloglu 
(2011) reported that the use of ZB as a synergist improved mechanical and flame 
retardancy of wood flour/polypropylene (PP) composites filled with ammonium 
polyphosphate (APP). Jeencham et al. (2010) found that the combination of APP and 
ZB showed synergistic effect in enhancing flame retardantcy of the sisal/PP 
composites without significant change in mechanical properties of the composites. 
 In addition, in order to improve the distribution of flame retardants in rHDPE 
matrix and the compatibility between flame retardants and rHDPE matrix, maleic 
anhydride grafted polyethylene (MAPE) is incorporated. The anhydride group of 
MAPE forms the chemical bonds with the hydroxyl groups of flame retardants. Long 
hydrocarbon tails of MAPE are able to anchor to HDPE matrix through physical 
entanglements and van der waals interactions. Therefore, the interfacial adhesion 
between flame retardants and HDPE can be improved by adding MAPE 












1.2 Research objectives 
 The main objectives of this research are as below: 
(i) To study effect of sawdust content on mechanical, thermal, flame 
retarding and morphological properties of sawdust/rHDPE composites. 
(ii) To study effect of alkali treatment on mechanical, thermal, flame 
retarding and morphological properties of sawdust/rHDPE composites. 
(iii) To study effect of ATH as a flame retardant on mechanical, thermal, 
flame retarding and morphological properties of sawdust/rHDPE composites. 
(iv) To study effect of the combination of ATH and ZB on mechanical, 
thermal, flame retarding and morphological properties of sawdust/rHDPE composites. 
(v) To study effect of MAPE as a compatibilizer on mechanical, thermal, 
flame retarding and morphological properties of sawdust/rHDPE composites 
containing the combination of ATH and ZB. 
 
1.3 Scope and limitation of the study 
 In this study, sawdust was prepared as untreated sawdust (UT) and alkali 
treated sawdust (AT). Sodium hydroxide (NaOH) concentrations were varied as 2, 5 
and 10% w/v at the treatment time of 30 and 60 min at room temperature. Thermal 
properties, morphological properties, functional group analysis and filler composition 
determination were investigated. 
 Sawdust/rHDPE composites at sawdust contents of 30, 40 and 50 wt% were 
prepared using a twin screw extruder. Test specimens were molded using a 
compression molding machine. Alkali treatment was used to improve the 









treatment on mechanical, flame retarding, thermal and morphological properties of 
sawdust/rHDPE composites were investigated. According to mechanical, thermal and 
flame retarding properties, the composite giving the optimum properties was chosen 
to study the effect of flame retardant on the properties of the composites.  
 ATH was used as a flame retardant and its contents were 10, 20 and 30 phr. 
Mechanical, thermal, flame retarding and morphological properties of the composites 
were examined. Based on the mechanical, thermal, flame retarding properties of the 
composites, the composite giving the optimum properties was selected to study the 
effect of the combination of flame retardants on the properties of sawdust/rHDPE 
composites. 
 The effect of the combination of ATH and ZB on the properties of the 
composites was also investigated. The ratios of ATH:ZB were 1:1, 1:2 and 2:1. The 
composite having optimum mechanical, flammability and thermal properties was 
chosen to study the effect of compatibilizer on the properties of sawdust/rHDPE 
composites containing flame retardants. Moreover, maleic anhydride grafted 












2.1 Characteristics of wood 
 Wood is classified as a lignocellulosic material. It is composed of three main 
components; cellulose, hemicellulose and lignin as shown in Table 2.1. Cellulose is 
the major component of wood providing the wood strength and structural stability. It 
is derived from glucose units and linked by β-1,4 glycosidic bonds (Hendriks and 
Zeeman, 2009) as illustrated in Figure 2.1 (a). Hemicellulose is a complex 
carbohydrate structure that consists of pentose, hexose and sugar acid. Hemicellulose 
has a lower molecular weight than cellulose and branches with short chains which are 
easy to hydrolysis (Hendriks and Zeeman, 2009) as display in Figure 2.1 (b). Lignin is 
a binding agent that holds cellulose fibers together. It consisted of three different 
phenylpropane units; p-coumaryl, coniferyl and sinapyl alcohol (Hendriks and 
Zeeman, 2009) as shown in Figure 2.1 (c). The main propose of lignin is to give the 
plant structural support, impermeability and resistance against microbial attack.  
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Figure 2.1 Chemical structure of (a) cellulose, (b) hemicellulose and (c) lignin  
 (Pandey, 1999). 
2.2 Wood/polymer composites 
 Wood/polymer composites (WPCs) have gained considerable attention from 
many researchers. WPCs can be made from virgin or recycled polymers and wood 
filler obtaining from wood industry. WPCs containing recycled plastics and wood 









examined the effects of sawdust content and particle size on mechanical properties of 
sawdust/recycled polypropylene (rPP) composites. The composites were prepared at 
five different filler loadings (0, 10, 20, 30, 40, and 50 wt%) with three particles sizes 
(100, 212, and 300 mm). The results showed that composites with a smaller particle 
size (100 mm) had remarkably higher properties compared to others (212 and 300 
mm). Mechanical properties of the composites continuously increased with increasing 
sawdust content but the value dramatically decreased with adding above 30% filler 
loading.  
 Najaﬁ et al. (2006) investigated mechanical properties of the composites 
containing recycled high density polyethylene (rHDPE) and rPP. The composites 
were prepared at sawdust loading of 50 wt%. Tensile properties, flexural properties 
and impact strength were examined. The composites made from rPP exhibited higher 
stiffness and strength than those of rHDPE composites but their impact strength was 
lower. Moreover, mechanical properties of composites containing recycled polymers 
were similar and comparable to those of composites made from virgin polymer. 
  Adhikary et al. (2008) studied the effect of wood flour content on mechanical 
properties of wood flour/plastic composites based on rHDPE and virgin high-density 
polyethylene (vHDPE). Wood flour contents were 30, 40 and 50 wt%. Tensile and 
flexural properties of the composites based on rHDPE were equivalent to those based 
on vHDPE. In addition, with increasing wood flour content, tensile strength, 
elongation at break and ﬂexural strength of the composites decreased while tensile 
modulus and flexural modulus increased.  
 Nourbakhsh and Ashori (2009) studied the effects of wood fiber content (55, 









properties of wood fiber/rHDPE composites. Flexural properties of the composites 
increased with increasing wood fiber content. Maleic anhydride grafted polyethylene 
(MAPE) improved the compatibility between wood fiber and rHDPE leading to a 
significant improvement of flexural properties.  
2.3 Compatibility improvement between lignocellulosic fillers and 
 polymer matrix 
 The main drawback of the lignocellulosic fillers/polymer matrix is the 
incompatibility between hydrophilic lignocellulosic fillers and hydrophobic polymer 
matrix leading to poor mechanical properties of the composites. The interfacial 
adhesion between lignocellulosic fillers and polymer can be improved by filler 
surface treatment, matrix modification and adding compatibilizer. 
 2.3.1 Filler surface treatment  
  2.3.1.1 Physical treatment of lignocellulosic fillers 
   The physical modifications such as heat treatment, plasma 
treatment and corona treatment have been applied to enhance the compatibility 
between lignocellulosic fillers and polymer matrix. 
   2.3.1.1.1 Heat treatment 
       Heat treatment is an environmental friendly method 
without impregnating with additional chemicals. Heat treatment of lignocellulosic 
fillers is an effective method to improve mechanical properties, dimensional stability, 
hygroscopic properties and resistance to fungal decay for above-ground applications 









       Hakkou et al. (2005) studied the change of wettability 
of sawdust during thermal treatment. Heat treatment of sawdust were performed in an 
oven in a range of temperature between 130 and 160°C for 8 h. Fourier transform 
infrared spectroscopy (FTIR) results showed that thermal treatment led to an 
important decrease in the carbonyl band at 1730 cm
-1
 indicating hemicelluloses 
degradation. The hydrophilic wood became rather hydrophobic after thermal 
treatment. 
       Cao et al. (2007) examined the effect of heat treat 
temperature on tensile properties of kenaf fibers. Kenaf fibers were treated at 130, 
140, 160, 190 and 220°C for 10 h. The maximum tensile strength of the fiber was 
obtained at heating temperature of 140°C. Tensile strength of heat treated fibers was 
decreased when heating temperature was over 140°C. With increasing heat treatment 
temperature, the appearance color of the fibers gradually became brown and black by 
the observation of naked eye and the fibers became easily brittle and broken. 
       Kaewkuk et al. (2010) studied the effect of heat 
treatment temperature on tensile and morphological properties of sisal fibers. Sisal 
fibers were heated at 150, 170 and 200°C for 30 min under an atmospheric pressure 
and a presence of air. Tensile strength of heat treated sisal fiber was higher than 
untreated sisal fiber. Tensile properties of treated fiber at 170°C were higher than 
those of treated fiber at 150 and 200°C. SEM micrographs revealed that the surface of 
heat treated fibers were cleaner and smoother than that of untreated fiber due to the 
removal of impurities and some hemicellulose. 
       Ochi (2012) investigated the effect of heat treatment 









160, 180 and 200°C for 15, 30, 60 and 120 min. Tensile strength of heat treated 
bamboo fibers at 140°C was unchanged even with longer heating times. Tensile 
strength of heat-treated bamboo fibers at 160°C gradually decreased with increasing 
heating time. Tensile strength of bamboo fibers rapidly decreased at heating 
temperatures of 180 and 200°C when heating time was decreased. At the same 
heating time, heat treated bamboo fibers at 140°C showed the highest tensile strength. 
   2.3.1.1.2 Plasma treatment 
       Plasma treatment is used to enhance the wetting 
characteristics of a variety of materials (plastic, metal, glass and wood). Yuan et al. 
(2004) studied the effect of plasma treatment on surface characteristics of wood 
fibers. Wood fiber was modified by Argon (Ar) and air-plasma treatments with 
discharge power of 60 W and treatment time of 30 s. X-ray photoelectron 
spectroscopy (XPS) was used to investigate surface characteristics of wood fibers. 
XPS results showed that O/C ratios of wood fibers increased after both Ar-plasma and 
air-plasma treatments indicating that oxidation occurred during the plasma treatment. 
Air-plasma treated wood fiber surface contained the highest oxygen content and O/C 
ratio because oxygen in air was excited by plasma into a highly energetic and reactive 
atomic and diatomic molecular state. Ar-plasma treated samples also showed an 
increase in both oxygen content and O/C ratio due to the fact that the free radicals 
generated in Ar-plasma treatment on the surface of fibers reacted readily with the 
atmospheric oxygen and moisture when samples were left in laboratory conditions. 
This was suggested that Ar and air-plasma treatment led to the generation of identical 









were more reactive to plasma, they were more easily etched away by plasma 
treatment. On the other hand, non-polar lignin was left on the fiber surface.  
       Bozaci et al. (2009) examined the effect of plasma 
treatment parameters on surface characteristics and mechanical properties of jute 
fiber. Jute fiber was treated with air-plasma at discharge power of 60, 90 and 120 W 
for 1, 3 and 6 min. SEM micrographs revealed that surface roughness of jute fiber was 
increased with increasing plasma power and treatment time. Plasma treatment caused 
damages on the fiber surface resulting in decreased fiber strength because micropits 
and voids were generated. With increasing power and time input, more damages on 
the fiber surfaces were observed. This led to a decrease in fiber strength.  
       Anwer and Bhuiyan (2012) studied the effect of         
Ar-plasma treatment on morphological and electrical properties of jute fibers. The 
discharge powers were adjusted at 50 and 100 W with the duration of exposure time 
of 10 and 20 min. SEM micrographs revealed that the surface of raw jute fiber was 
smooth. Surface roughness of the treated fiber was increased with increasing 
discharge power and exposure time because of physical sputtering and chemical 
etching effect. Electrical resistivity of the fibers increased with increasing discharge 
power and treatment time because the fibers were dry and hydrophobic.  
   2.3.1.1.3 Corona treatment 
       Corona treatment of lignocellulosic filler leads to an 
increase in the polarity of filler, mainly due to increasing the content of carboxyl and 
hydroxyl groups. Gassan and Gutowski (2000) studied the effect of corona treatment 
on the fiber characteristic of jute fibers. Power output was ranged from 40 to 100 W 









and treatment speed, the tensile strength of the fiber was decreased due to the 
oxidation of the fiber surface. 
       Ragoubi et al. (2012) studied the effect of corona 
treatment on surface characteristics of miscanthus fiber. The fiber was modified by 
corona treatment with power of 15 kV at 50 Hz. The treatment times were 15, 30 and 
45 min. XPS results showed that O/C ratio of treated fiber was enhanced when 
treatment time was increased. This was attributed to the surface oxidation generated 
by the corona treatment. SEM micrographs revealed the fiber surface was 
progressively modified when the treatment time was increased. After 15 min of 
treatment time, some little cracks appeared on the fiber surface. The fibrils were 
pulled off from the fiber when treatment time was 30 min. Some cavities were 
observed after 45 min of treatment. This was caused by the bombardment of the 
surface by the oxygen plasma species. The corona discharge produced many activated 
sites all along the polymeric chains of the fiber which could react with oxygen to give 
etching effect. 
  2.3.1.2 Chemical treatment of lignocellulosic fillers 
   The chemical modifications e.g. alkali treatment, silanization 
and acetylation were used to decrease the hydrophilic nature of lignocellulosic fillers 
and enhance the compatibility between lignocellulosic fillers and polymer matrix.  
   2.3.1.2.1 Alkali treatment 
       Alkali treatment is one of the most common treatment 
of the lignocellulosic fillers. This process is a purifying treatment that removes waxes, 
pectin, hemicellulose and lignin from the filler surface. Sharifah et al. (2004) 









hemp fiber. Hemp fibers were treated with 6 wt% of sodium hydroxide (NaOH). After 
alkali treatment, fiber densities were increased due to cell wall densification. SEM 
micrographs revealed that the fiber surface of alkali treated fibers was rougher than 
that of untreated fibers due to the removal of wax, oil, surface impurities, lignin and 
hemicellulose from the fiber surface.  
       Lopattananon et al. (2006) treated pineapple leaf 
fibers with 1, 3, 5 and 7% w/v NaOH solution. FTIR results showed that after 
alkalization the peak of lignin (1436 cm
-1
) was reduced and hemicellulose (1254 cm
-1
) 
structure was absent due to complete decomposition of hemicellulose and partial 
leaching out of lignin by NaOH. This indicated that the ester type in hemicellulose 
was more easily removed by alkali solution. SEM micrograph of the treated fiber 
showed the separation of the microfibrillar structure of the fiber because lignin and 
hemicellulose were removed. The removal of lignin and hemicellulose appeared to 
increase with increasing concentration of alkali solution. Consequently, the effective 
fiber surface area which was available for bonding with the matrix would be 
increased. 
       Mwaikambo (2009) studied the effect of alkali 
treatment on tensile properties of sisal fiber bundles. Sisal fibers were soaked in 
NaOH solution with concentrations of 0.03, 0.08, 0.16, 0.24 and 0.32 wt% for 48 h. 
Tensile strength of alkali treated fiber was increased with increasing NaOH 
concentration due to an increase in cellulose content. The maximum tensile strength 
was obtained at 0.24 wt% NaOH. However, at 0.32 wt% NaOH solution, tensile 









micrographs, the untreated jute fibers showed smooth surface while alkali treated jute 
fibers revealed rough and void regions between fiber cells. 
       Edeerozey et al. (2007) investigated morphology and 
tensile properties of NaOH treated kenaf fibers. The fibers were immersed in NaOH 
solution with different concentrations (3, 6 and 9 wt% NaOH) for 3 h at room 
temperature. SEM micrographs showed that wax, pectin, hemicellulose and lignin 
were removed from the fiber surface. Tensile properties of kenaf fiber were 
significantly improved by the alkalization treatment when compared to untreated 
kenaf fiber. The highest tensile strength was obtained at 6 wt% NaOH solution. 
Tensile strength significantly decreased when NaOH concentration was increased to 9 
wt%. This indicated that 9 wt% of NaOH was too strong and damaged the fibers 
resulting in lower tensile strength. 
       Suardana et al. (2010) studied the effect of alkali 
treatment on physical properties of hemp fibers. NaOH concentrations were varies as 
2%, 4% and 6 wt%. Alkali treatment increased weight loss but decreased density and 
tensile strength of the fibers. When the NaOH concentration was increased density 
and tensile strength of the fibers were decreased. SEM micrographs revealed that the 
surface of the untreated hemp fiber was covered with a layer of substances including 
pectin, lignin, and other impurities. After NaOH treatment, almost of the lignin and 
pectin were removed resulting in a rougher surface with some fibrils. FTIR spectra of 
untreated fiber showed that C=O (carbonyl) peak at 1732 cm
-1
 was reduced when the 
alkali treatment concentration was increased and totally disappeared at 6 wt% NaOH 
because of the removal of hemicelluloses from the fiber surfaces. Moreover, the peak 
at 1240 cm
-1









NaOH concentration was increased. This suggested that lignin was partially removed 
from the fiber surface after alkali treatment. 
       Reddy et al. (2012) studies the effect of alkali 
treatment on mechanical, thermal and chemical composition of Borassus fruit fibers. 
The fibers were treated with different concentrations of NaOH solution (2%, 5%, 
10%, 15% and 20% w/v) for 30 min. Tensile properties of the fibers were improved 
by alkali treatment. The maximum tensile properties were obtained when fibers was 
treated with 15% w/v NaOH. With further increasing NaOH concentration, tensile 
properties of the fibers were decreased due to the degradation of cellulose at higher 
concentrations of alkali solution. Thermal stability of the alkali treated fibers was 
higher than that of the untreated fibers. With increasing NaOH concentration, thermal 
stability of alkali treated fibers were increased and found to be maximum at 15% w/v 
NaOH. However, the thermal stability of the fibers treated with 20% w/v NaOH was 
lower even to that of untreated fibers due to the degradation of cellulose. Chemical 
composition results indicated that the percentage of cellulose was maximum when the 
fibers were treated with 15% w/v NaOH and then decreased at 20% w/v NaOH. Thus, 
the optimum concentration of NaOH was 15% w/v for alkali treatment of Borassus 
fibers. 
   2.3.1.2.2 Silanization 
       Silane coupling agents are hydrophilic compounds 
with different groups attached to silicon. One end can interact with matrix and the 
other end can react with hydrophilic fiber. This reaction performs as a bridge between 
them. Gonzalez et al. (1999) modified short henequen fibers with 1.0% w/w vinyltris 









immersed in the solution for 1 h. Its deposition mechanism on the fiber surface was 
investigated. Fourier Transform Infrared Spectroscopy (FTIR) result showed the 
characteristic absorption bands of -Si-O-Si- at 700, 1030, 1145 and 1187 cm
-1
 which 
confirmed the presence of polysiloxanes. The shoulders at 965 and 1200 cm
-1 
corresponding to the characteristic of the -Si-O-C- bonds seemed to confirm the 
reaction between the hydrolyzed silane and the henequen fiber. The absorption bands 
at 860 and 930 cm
-1
 corresponding to the -Si-OH bond revealed the presence of 
residual hydrolyzed silane. These results confirmed that the silane was effectively 
deposited on the fiber surface.   
       Pickering et al. (2003) studied the effect of 
dichlorodiethylsilane (DCS) on fiber characteristics of radiata pine wood ﬁber. X-ray 
photoelectron spectroscopy (XPS) and nuclear magnetic resonance spectroscopy 
(NMR) were used to characterize the modiﬁcation of the wood ﬁber. From XPS 
results, the spectrum of the untreated fiber was associated with carbon C1s and O1s 
photoelectrons. For treated fiber, there was a clear evidence from the observation of 
the Si2p peak at 105 eV indicating that the reaction between the hydroxyl groups on 
the fibers and the silane was taken place. NMR results indicated that coupling had 
occurred between the wood fibers and DCS by reaction which produced from ether 
linkages between the hydroxyl groups on the wood fibers and the silane. 
   2.3.1.2.3 Acetylation 
       Acetylation is a chemical reaction that introduces an 
acetyl functional group into filler surface. The reaction involves the replacement of 
the hydrogen atom of a hydroxyl group of the filler with an acetyl group, therefore the 









acetylation on thermal degradation of sisal fibers. TGA results showed that 
hemicellulose decomposition of acetylated fiber was missing and weight loss at the 
major degradation step (385ºC) was increased. This implied that the acetylation 
increased the thermal stability of the fiber. The residue left at 427ºC of the acetylated 
fiber was less than the untreated fiber because of the loss of volatile products that did 
not contribute to char formation. SEM micrographs revealed that fiber surface was 
cleaner and rougher upon acetylation when compared to the raw sisal fiber due to the 
removal of wax, lignin and hemicellulose. Moreover, a number of small voids on the 
treated fiber surface was observed. 
       Luz et al. (2008) studied the effect of acetylation on 
fiber characteristics of cellulose fibers attained from sugarcane bagasse. After fiber 
acetylation, FTIR results showed that there was a decrease in OH band. This indicated 
that the hydrogen of hydroxyl group was substituted by acetyl groups resulting in 
lower hydroxyl groups. In comparison with untreated fibers, the band at 1758 cm
−1
 of 
the treated fiber was appeared. This band was proceeded from wide C=O carbonyl 
peak from bonded acetyl group. SEM micrographs of the untreated cellulose fiber 
showed cylindrical shape fibers with 10 μm diameter and the presence of fiber 
bundles. After acetylation, the fibers became agglomerate with globular shapes. This 
indicated that the chemical modification was not so soft and promoted the hard 
changes in the morphology of fiber. 
 2.3.2 Matrix modification 
  Balasuriya et al. (2001) prepared wood ﬂake/high density polyethylene 
(HDPE) composites at 50/50 w/w. HDPE matrix was modiﬁed with 0.5, 1, 2, 3 and 5 









cationic vinyl benzyl silane (CVBS). Both CVBS-modiﬁed wood ﬂake/HDPE and 
wood flake/MAPE composites showed a significant increase in tensile strength, 
elongation at break and ﬂexural strength when compared to the unmodiﬁed 
composites. Furthermore, matrix modification and wood treatment showed a slight 
increase in tensile modulus and flexural modulus of the composites. From mechanical 
properties, it indicated that HDPE modification with 1-2 wt% MA and wood flake 
treatment with 1-3 wt % CVBS provided the optimum properties of the composites.  
  Marcovich and Villar (2003) investigated the effect of matrix 
modification on thermal and mechanical properties of wood flour/linear low density 
polyethylene (LLDPE) composites. The composites were prepared at wood flour 
content of 30 wt%. LLDPE was modified with 1 wt% MA. Degree of crystallinity 
was reduced in the modiﬁed LLDPE but it increased with the addition of wood ﬂour 
for the formation of the composites. MA modified LLDPE composites had better 
yield strength, elongation at break and toughness than the unmodified LLDPE 
composites due to the improvement of interfacial adhesion between wood flour and 
matrix.  
  Arbelaiz et al. (2005) prepared flax fiber/polypropylene (PP) 
composites and their mechanical properties were investigated. PP was modified with 
maleic anhydride (MA) and vinyltrimethoxy silane (VTMO). Matrix modiﬁcation 
with MA and VTMO resulted in an enhancement of mechanical properties of the 
composites. The composite modified with MA had higher mechanical properties than 











 2.3.3 Adding compatibilizer 
  Oksman and Lindberg (1997) investigated the effect of compatibilizer 
on mechanical properties of wood flour/recycled low density polyethylene (rLDPE) 
composites. The composites were prepared at wood flour content of 40 wt%. 
Maleated triblock copolymer styrene-ethylene/butylene-styrene (MA-SEBS) was used 
as a compatibilizer and its content was varied from 2 to 10 wt%. Tensile strength, 
elongation at break and impact strength of the composites were improved with 
increasing MA-SEBS content but kept constant when MA-SEBS content was 4 wt%. 
Tensile modulus of the composites was decreased with increasing MA-SEBS content. 
  Rana et al. (1998) studied the effects of fiber and MAPP contents on 
mechanical properties of jute fiber/PP composites. The fiber loadings were 30, 40, 50, 
and 60 wt%, and at each fiber loading, compatibilizer concentrations were 0, 1, 2, 3 
and 4 wt %. Tensile properties and flexural properties of the composites were studied. 
With the addition of MAPP, tensile strength and flexural strength of the composites 
were increased while tensile modulus and flexural modulus were insignificantly 
changed. When MAPP content was higher than 1 wt%, no significant change of 
tensile strength and flexural strength was observed. 
  Lai et al. (2003) examined the effect of compatibilizer type on 
mechanical properties of wood fiber/HDPE composites. Four kinds of functionalized 
polyoleﬁns, i.e, maleic anhydride grafted linear low-density polyethylene (MA-
LLDPE), maleic anhydride grafted high-density polyethylene (MA-HDPE), MA-
SEBS, and maleic anhydride grafted polypropylene (MAPP) were used in this study. 









impact strength of the composites than MA-SEBS and MAPP because of their better 
compatibility with the HDPE matrix.  
  Lu et al. (2005) examined the effect of compatibilizer type and 
concentration on mechanical properties of wood fiber/HDPE composites. The 
composites were prepared at wood fiber content of 30 wt%. Maleic anhydride grafted 
polyethylene (MAPE) and oxidized polyethylene (OPE) were used as compatibilizers 
and their contents were 0, 1, 3, 5 and 10%. Tensile properties and flexural properties 
were investigated. With increasing compatibilizer contents, mechanical properties of 
the composites were increased and kept constant when compatibilizer content was 
higher than 3 wt%. Furthermore, MAPE was more effective than OPE in improving 
mechanical properties of the composites. 
  Pracella et al. (2006) studied the effect of glycidyl methacrylate grafted 
polypropylene (GMA-PP) on mechanical properties of hemp fiber/PP composites. 
The composites were prepared at fiber content of 10 and 20 wt%. GMA-PP content 
was 5 wt%. With increasing fiber content, tensile modulus of the composites was 
increased while elongation at break and tensile strength were reduced. The addition of 
GMA-PP resulted in an increase in tensile strength and tensile modulus of the 
composites because of the improvement of interfacial adhesion between hemp fiber 
and PP matrix. Moreover, the compatibilized composites showed better fiber 
dispersion in the PP matrix when compared to the uncompatibilized composites. 
  Lei et al. (2007) studied the effect of MAPE content on mechanical 
properties of wood fiber/rHDPE composites. The composites were prepared at wood 
fiber content of 30 wt%. MAPE content was varied from 0 to 2.4 wt%. Tensile 









matrix but the tensile strength and impact strength were obviously decreased. Tensile 
strength, impact strength and storage modulus of the composites were increased with 
increasing MAPE content and kept constant when MAPE content was higher than 
1.8%.  
  Adhikary et al. (2008) investigated the effect of wood flour content and 
MAPP on mechanical properties of wood flour/rHDPE composites. Wood flour 
contents were 30, 40 and 50 wt%. Tensile properties and flexural properties were 
examined. The mechanical properties of the composites made from rHDPE were 
similar to the composites made from the virgin HDPE. With increasing wood flour 
content, tensile strength and flexural strength were decreased while tensile modulus 
and flexural modulus were increased. The addition of MAPP (5 wt%) into the 
composites signiﬁcantly improved mechanical properties of the composites at all 
wood flour contents. 
2.4 Flame retardancy improvement of polymer and lignocellulosic 
 fillers/polymer composites 
 Nowadays, lignicellulosic fillers/polymer composites are used in many areas 
such as automotive interiors, furnitures, building materials and etc. However, these 
materials are highly flammable. Therefore, fire hazards associated with the use of the 
composites causing the loss of life and property should be concerned. Generally, the 
method to improve fire resistance of flammable materials is to use flame retardants 
which are directly incorporated into the materials. Flame retardants are often preferred 
to provide low flammability to polymeric materials because the use of flame 









 2.4.1 Flame retardant for polymer 
  Flame retardancy of polymer may be achieved in one of the following 
ways (Klyosov, 2007). 
  (1) By changing the pyrolysis reactions to form a carbonaceous char, 
which will block heat transformation and hence reduce the volatile formation and 
protect the polymer from further oxidation. This method poses real challenges for 
polymer because it has no reactive side chains thereby preventing char formation 
following elimination of these groups. 
  (2) By inhibiting the initiating radicals in the pre-flame and flame 
zones; typically, antimony–halogen based additives are effective here.  
  (3) By adding some hydrated inorganic additives which decompose 
endothermically and release water and hence withdraw heat from the substrate and 
dilute the combustible volatiles. 
  (4) By modifying the chemical structure of the polymer to change its 
decomposition procedure and/or to improve the compatibility with other flame 
retardants. 
  (5) By addition of char-forming additives preferably having an 
intumescent property. 
  Flame retardants are generally classified according to their chemical 
compositions. The most common classes of flame retardants are halogen compounds, 












   2.4.1.1 Halogen compounds flame retardants 
    Various formulations for the flame retardancy of 
polymer consisting of halogen compounds have been developed over the years. The 
nature of the group of halogen atom is very important because it determines the 
carbon-halogen ratio and carbon-halogen bond energy and hence the amount of 
halogen releases during burning. In general, aliphatic or alicyclic halogen compounds 
are more effective than aromatic halogen compounds due to the lower carbon-halogen 
bond energies and hence relatively easier halogen-release. The hydrogen halides 
released by decomposition of halogenated flame retardants are believed to react with 
these radicals to produce radicals which are much less active and thus inhibit the 
propagation of fire. The activity of halogenated flame retardants occurs mainly in the 
gas phase but they are thought to inhibit further burning in the solid or liquid phase 
where the heavy halogenated molecular fragments help to exclude oxygen from 
burning material and possibly encourage char formation (Horrocks and Price, 2001). 
Halogen compounds are an effective flame retardant. However the halogen 
compounds have a high smoke density and emit corrosive gases on burning and thus 
limit their use in some applications (Sen et al. 1991). 
   2.4.1.2 Phosphorus compounds flame retardants 
    Phosphorus compounds flame retardants used in 
polymer may be both inorganic and organic compounds. The reactive type 
organophosphorus flame retardants which have attracted more attention in flame 
retardant chemistry can be broadly divided into three categories: (a) simple reactive 
phosphate monomers; (b) linear polyphosphazenes; and (c) aromatic cyclic 









produce a char during burning resulting in further flame retardant protective and less 
smoke generation. Phosphorus compounds products do not emit corrosive gases in a 
fire. 
   2.4.1.3 Silicon compounds flame retardants 
    Silicon compounds flame retardants such as silanes, 
siloxanes and silsesquioxanes are considered to be ‘environmentally friendly’ 
additives because their use is claimed to lead to a reduction in the harmful impact on 
environment. The researchers have been reported that the silicon in conjunction with a 
metal soap can provide a degree of flame retardancy for certain thermoplastics 
(Maelaury and Holub, 1981). Silicon in combination with a metal stearate shows 
some flame retardancy but tends to give flaming drips. Another advantage of the 
silicon-based additives is that they can dramatically improve the impact resistance of 
thermoplastics (Zhang and Horrocks, 2003). 
   2.4.1.4 Metal hydroxides and oxides flame retardants 
    The main interest of metal hydroxide flame retardants 
for polymer composites lies in their low toxicity, corrosion properties and emission of 
smoke during processing and burning. Typical metal hydroxide flame retardants are 
aluminum trihydrate (ATH), magnesium carbonate (MgCO3) and magnesium 
hydroxide (MgOH). ATH and MgCO3 are known to have a decomposition 
temperature in the range of 180-340°C, with a peak at about 320°C. MgOH has a peak 
decomposition temperature at about 410°C. Among the aluminium compounds, ATH 
is the most widely used one (Wang, Liuand Wang, 2010). These metal hydroxides 
decompose and release water during burning and thus reduce the heat and temperature 









effects by generating a metal oxide coating that can act as an insulating protective 
layer during combustion. However, very high metal hydroxide concentrations are 
usually required to achieve an acceptable degree of flame retardancy (Rothon, 1990). 
   2.4.1.5 Nanoparticles flame retardants 
    Fire retardancy is one of the fields where the 
nanomaterials could be used successfully. Nanoparticles, e.g. nanoscale (fumed) 
silica, nanoclay and carbon nanotubes are increasingly used to improve flame 
retardancy of polymers (Zanetti et al, 2002). Nanoparticles embedded various 
polymer matrices reduce considerably thermal decomposition of these materials (Lee 
et al., 2008). Flame retardant mechanism of nanoparticles is a consequence of high 
performance carbonaceous-silicate char on the surface during burning which insulates 
the underlying material and slows down the mass loss rate of decomposition products. 
Moreover, nanoparticles such as carbon nanotube and nanoclay significantly increase 
mechanical properties and electric conductivity of polymers (Lee et al., 2008). 
 2.4.2 Effect of flame retardants on properties of lignocellulosic  
  fillers/polymer composites 
  Flame retardants are generally used to improve the flame retardancy of 
lignocellulosic fillers/polymer composites. The effect of flame retardants on the 
properties of lignocellulosic fillers/polymer composites has been studied. Jang and 
Lee (2004) investigated the effect of flame retardants on flame retardant properties of 
paper sludge/polypropylene (PP) composites. Triphenyphosphate (TPP), 
ethylenebispentabromodiphenylethane (Saytex8010), Mg(OH)2 and antimony trioxide 
were used as flame retardants. Flame retardancy of the composites was measured by 









flammable. With the incorporation of ﬂame retardants, the ﬂame retardancy of the 
composites was enhanced. Burning time of the composites containing TPP was 180 s. 
On the other hand, burning time of the composites containing Mg(OH)2 was more 
than 300 s. The result of the UL-94 test exhibited that Saytex8010 highly enhanced 
the flame retardancy of the composites. In order to investigate the effect of hybrid 
flame retardant on flame retardancy of paper sludge/PP composites, Saytex8010 30 
phr and antimony trioxide 10 phr were introduced. The results showed that hybrid 
flame retardant gave the most powerful ﬂame retardancy to the composite via a 
synergistic effect. It was identiﬁed by TGA investigation that the ﬂame retardancy of 
the composite was mainly through a gas phase mechanism. The paper sludge/PP 
composite with Saytex8010 25 phr and antimony trioxide 15 phr showed the highest 
ﬂexural strength. The ﬂexural strength of hybrid ﬂame retardant systems increased as 
the proportion of antimony trioxide increased. 
  Sain et al. (2004) studied the effect of Mg(OH)2, boric acid (BA) and 
zinc borate (ZB) as flame retardants on flammability of sawdust/PP composites and 
rice husk/PP composites. It was found that Mg(OH)2 could eﬀectively reduce the 
ﬂammability (almost 50%) of sawdust ﬁlled PP composites. Partial replacement of 
about 5% Mg(OH)2 with BA or ZB showed a retarding eﬀect of ﬂame retardant 
property of Mg(OH)2 rather than a synergetic eﬀect. Moreover, the mechanical 
properties of the composites filled with Mg(OH)2 or Mg(OH)2/BA or Mg(OH)2/ZB 
showed a marginal decrease compared to the composites without a ﬂame retardant.  
  García et al. (2007) studies the effect of flame retardant on the flame 
retarding properties of wood fiber (WF)/high density polyethylene (HDPE) 









was 9 wt%. The burning test results showed that HDPE and wood were flammable. 
With the addition of ATH into the composites, the ﬂame burnt much more slowly. 
The external surface of the specimens was burnt, while the internal zone was not 
altered. Additionally, the composites extinguished after the ﬂame was went out. The 
composites just caught ﬁre when the ﬂame was directly falling on them. This 
indicated that these composites were auto-extinguishing. 
  Asaad et al. (2008) investigated the effect of maleic anhydride grafted 
polyethylene (MAPE), aluminum trihydrate (ATH) and a mixture of them on 
mechanical and thermal properties of wood flour/low density polyethylene (LLDPE) 
composites. MAPE, ATH and MAPE/ATH contents were 10, 10 and 5/5 wt%, 
respectively. Compressive strength of wood ﬂour/polyethylene generally improved 
when ATH was added. In addition, compressive and bond strength of the composites 
were enhanced with the presence of MAPE, ATH and a mixture of them. MAPE and 
ATH also enhanced thermal stability of the composites. The combination of MAPE 
and ATH led to better mechanical and thermal properties of the composites compared 
to the use of MAPE or ATH alone.  
  Abu Bakar et al. (2009) studied the effect of flame retardant on 
flammability and mechanical properties of wood flour (WF)/polypropylene (PP) 
composites. Ammonium polyphosphate (APP) was used as a flame retardant to 
improve the flame retardancy of the composites. Thermal gravimetric analysis (TGA) 
data showed that 30 wt% of APP could enhance the thermal stability of the PP 
composites and effectively increased the char residue formation. APP could 
effectively reduce the flammability of the PP composites by achieving V-0 (UL-94 









  Suppakarn and Jarukumjorn (2009) examined the effect of Mg(OH)2 
and zinc borate on flammability and mechanical properties of sisal fiber/PP 
composites. Maleic anhydride grafted polypropylene (MAPP) was also used as a 
compatibilizer. With the addition of ﬂame retardants into sisal fiber/PP composites, 
burning rate of the composites was decreased while thermal stability was increased. 
However, the addition of Mg(OH)2 reduced the burning rate of the PP composite 
more effectively than the addition of zinc borate. No synergistic effect was observed 
when both Mg(OH)2 and zinc borate were incorporated in the sisal fiber/PP 
composites. Morphology of the PP composites revealed good distribution of ﬂame 
retardants and sisal ﬁber in PP matrix. All PP composites had lower impact strength 
than the neat PP. However, the sisal fiber/PP composites with the addition of 
Mg(OH)2 and zinc borate exhibited comparable tensile and ﬂexural properties to the 
sisal fiber/PP composites without adding those ﬂame retardants. Therefore, the 
addition of Mg(OH)2 and zinc borate enhanced ﬂame retardancy of sisal/PP 
composites without deteriorating their mechanical properties.  
  Jeencham et al. (2010) studied the effect of combination of flame 
retardants on flammability and tensile properties of sisal fiber/PP composites. APP 
and ZB were used as flame retardants and ratios of APP and ZB were varied. The 
combination of APP and ZB enhanced flame retardantcy of the composites without 
significant change in mechanical properties of the composites. The composite 
containing 30 phr of APP and 10 phr of ZB exhibited better flame retardancy than the 
composites containing other ratios of APP to ZB. 
  Kurt and Mengeloglu (2011) investigated the use of ZB as a synergist 









wt%, respectively. The addition of APP reduced tensile properties of the composites 
while impact strength was not much affected. The incorporation of the combination of 
APP and ZB increased mechanical properties of the composites without the 
deterioration of flame retardancy. Therefore, ZB acted as a synergist to the wood 
flour/PP composites containing APP. 
  Norzali et al. (2011) investigated the effect of ATH on compression 
properties of oil palm empty fruit bunch fibre (EFB)/polyurethane composites. The 
hybrid composite was prepared by adding 10 wt% of EFB followed by ATH at 2, 4 
and 6 wt% of the overall mass of the resin. Compression stress and modulus showed 
the highest values at 2 wt% loading of ATH, then decreased drastically at 4 wt% and 
further decreased at 6 wt%. Moreover, the highest burning rate was observed at 2 wt% 


















 Recycled high density polyethylene (rHDPE) was purchased from a local 
recycling plant. Indian Walnut (Albizia lebbeck Benth) sawdust was obtained from 
Huathalae sawmill, Nakhon Ratchasima, Thailand.  Sodium hydroxide (NaOH, Carlo 
Erba) was purchased from Italmar (Thailand) Co., Ltd. Maleic anhydride grafted 
polyethylene (MAPE, Fusabond
®
E MB100D, DuPont) was used as a compatibilizer. 
Aluminum trihydrate (ATH, APYRAL
®
 40CD, Nabaltec, average diameter of 1.3 
μm) and zinc borate (ZB, Firebrake® ZB, Rio Tinto Mineral, average diameter of 9 
μm) were used as flame retardants. 
3.2 Experimental 
 3.2.1 rHDPE preparation 
  Recycled milk bottles were cleaned by water and ground by a 
mechanical grinder (Retsch). 
 3.2.2 Sawdust preparation  
  Sawdust was sieved using 40 mesh and later dried in an oven at 60°C 
for 24 h. This sawdust was called “untreated sawdust (UT)”. Some of UT was treated 
with sodium hydroxide (NaOH). The concentrations of NaOH solution was varied as 









was completely immersed and stirred in the NaOH solution at room temperature. 
Then the sawdust was washed with water several times until all adhered alkali was 
removed from the surface of the sawdust. The sawdust was tested for neutralization 
using pH meter to maintain a pH of 7. Then the sawdust was dried by an oven at 60°C 
for 24 h. This sawdust was called “alkali treated sawdust (AT)” 
 3.2.3 Sawdust characterization  
  3.2.3.1 Filler composition determination 
   Sawdust compositions were determined according to wood 
industry sector method (Chattopadhyay and Sarkar 1946; Sarkar et al. 1948). The 
sawdust was dewaxed with a mixture of benzene/ethanol taken in the ratio of 2:1 at 
70ºC for 3 h. Filler to liquor ratio was 1:50. The dewaxed sawdust was washed with 
ethanol for 30 min, dried and weighed.  
   The dewaxed sawdust was boiled for 2 h in 0.7% aqueous 
sodium chlorite solution (adjusted to pH 4 using buffer solutions) by maintaining 
sawdust to liquor ratio of 1:50. Then, it was washed with 5% aqueous sodium 
bisulphate solution and distilled water and dried at 105°C in a hot air oven. In this 
step, the lignin was removed and the weight difference after this step corresponded to 
the lignin content whereas the remaining weight was holocellulose content 
(hemicellulose and cellulose). The percentage of lignin was calculated using the 
equation (3.1): 
% Lignin     
W(g) W1(g)
W(g)









   Where W is dry weight of dewaxed sample, W1 is dry weight 
remaining holocellulose in sample. 
   The remaining holocellulose was treated with 17.5% aqueous 
sodium hydroxide solution to eliminate alkali soluble hemicellulose. Then, the 
samples were washed with acetic acid solution and distilled water and dried at 105°C 
in a hot air oven. The weight loss and remaining weight corresponded to the contents 
of hemicellulose and cellulose, respectively. The percentage of hemicellulose and 
cellulose was calculated using the equation (3.2) and (3.3), respectively: 
% Hemicellulose     
W1(g) W2(g)
W(g)
   100                                        (3.2) 
% Cellulose     
W2(g)
W(g)
   100                                                           (3.3) 
   Where W is the dry weight of dewaxed sample, W1 is the dry 
weight remaining holocellulose in sample and W2 is the dry weight remaining           
cellulose in sample. 
  3.2.3.2 Functional groups analysis  
   FTIR spectra of untreated and alkali treated sawdust were 
recorded in an air atmosphere using Fourier transform infrared spectrometer (Bruker, 
Tensor 27) in the wavenumber range from 4000 to 400 cm
−1
, operating in attenuated 
total reﬂectance (ATR) mode. Thirty two scans were used at a resolution of 4 cm-1.    
  3.2.3.3 Thermal properties 
   Thermal decomposition temperature and weight loss of 









(Perkin Elmer, STD 2960). The temperature range was from room temperature to 
800°C with a heating rate of 10°C/min under a nitrogen atmosphere. The weight of 
specimen between 10 to 15 g was used. 
  3.2.3.4 Morphological properties  
   Surface morphologies of untreated and alkali treated sawdust 
were examined using a scanning electron microscope (SEM, JEOL JCM-6010) at 10 
kV. The samples were coated with goal before examination.   
 3.2.4 Composite preparation 
  The composites of recycled high density polyethylene (rHDPE) and 
UT or AT were prepared at sawdust loading of 30, 40 and 50 wt%. The composites 
were mixed in a twin screw extruder (Brabender, DSE 35/17D). The temperatures of 
the four processing zones were 175, 180, 185 and 190°C, respectively. The screw 
speed was 20 rpm. The test specimens were molded by a compression molding 
machine (Labtech, LP20-B) at 190°C under a constant pressure of 120 psi for 10 min. 
According to mechanical, thermal and flame retarding properties, the composite with 
the optimum properties was chosen to study the effect of flame retardant on the 
properties of the composites.  
  ATH was used as a flame retardant for sawdust/rHDPE composites. 
ATH contents were varied as 10, 20 and 30 phr. The composite with the optimum 
mechanical, flame retarding and thermal properties was selected to study the effect of 
the combination of flame retardants on the properties of sawdust/rHDPE composites. 
  The effect of the combination of ATH and ZB on the properties of the 
composites was also investigated. The ratios of ATH:ZB were 1:1, 1:2 and 2:1. The 









chosen to study the effect of compatibilizer on the properties of sawdust/rHDPE 
composites containing flame retardant. Maleic anhydride grafted polyethylene 
(MAPE) was used as a compatibilizer. MAPE contents were 1, 3 and 5 phr.  
 3.2.5 Composite characterization   
  3.2.5.1 Mechanical properties 
   Tensile properties of rHDPE and rHDPE composites were 
tested by following ASTM D638 using a universal testing machine (Instron, 5565) 
with a load cell of 5 kN, a crosshead speed of 50 mm/min and a guage length of 115 
mm. 
   Flexural properties of rHDPE and rHDPE composites were 
tested by following ASTM D790 using a universal testing machine (Instron, 5565) 
with a span length of 56 mm and a crosshead speed of 15 mm/min. 
   Izod impact strength of rHDPE and rHDPE composites was 
performed according to ASTM D256 using an impact testing machine (Atlas, BPI). 
Notched impact strength was tested using the impact pendulum with impact energy of 
2.7 J. 
   All the mechanical properties were performed at room 
temperature and five specimens were tested for each composition. 
  3.2.5.2 Flammability 
   Flammability of rHDPE and rHDPE composites was studied by 
vertical and horizontal burning tests according to ASTM D3801 and ASTM D635, 
respectively. In the case of horizontal burning rate, the specimen was held 
horizontally and flame was applied to one end of the specimen. The time for flame to 









which was at 100 mm from the end, was measured. Then, burning rate of the 
composites was calculated by using the equation (3.4): 
 V = 60L/t              (3.4) 
   Where V is the burning rate (mm/min). L is the burned length 
(mm). t is the time (s) of burning.    
   Flammability of rHDPE and rHDPE composites were classified 
by the vertical burning test. The specimen was held vertically at 300 ± 10 mm above a 
horizontal layer of cotton. Distance between the lower end of the specimen and the 
burner tube was 10 ± 1 mm. The flame was applied for 10 s and then was removed 
until flaming stopped at which time the flame was reapplied for another 10 s and then 
removed. The time was recorded. Five specimens from each composite were tested. 
The V-0, V-1 and V-2 classification according to ASTM D3801 marks self-
extinguishing behavior of the materials in the vertical burning test. The lowest flame 
retardancy rating is V-2 (flaming time ≤ 30 s and cotton indicator ignited by flaming 
particles or 23 drops) and V-0 (no dripping, flaming time reduced (≤ 10 s) represents 
a strongly flame retarded material, while V-1 (flaming time ≤ 30 s) is intermediate 
term between V-0 and V-2. The flammable materials which cannot be classified 
according to this method, are marked with code NC (no classification, complete 
combustion of the specimen) 
  3.2.5.3 Thermal properties 
   Thermal behaviors of rHDPE and rHDPE composites were 
analyzed using a thermogravimetric analyzer (Perkin Elmer, STD 2960). Thermal 









of specimens between 10 to 15 mg was used. The specimens were heated from room 
temperature to 800°C with a heating rate of 10°C/min.  
  3.2.5.4 Morphological properties 
   A scanning electron microscope (SEM, JEOL JCM6010) was 
used to examine morphology of tensile fracture surface of rHDPE composites. The 
specimens were coated with gold before analysis. Acceleration voltage of 10 kV was 

























RESULTS AND DISCUSSION 
4.1 Effect of alkali treatment on physical properties of sawdust 
 4.1.1 Chemical compositions 
  The chemical compositions of untreated sawdust and alkali treated 
sawdust are shown in Table 4.1. After alkali treatment at 2% w/v NaOH for 30 min, 
hemicellulose and lignin of alkali treated sawdust was remarkablely decreased while 
cellulose content was increased. This was because hemicellulose and lignin were 
removed during alkali treatment (Ndazi et al., 2007). 
  When NaOH concentration was increased to 5% and 10% w/v, 
hemicellulose and lignin contents of alkali treated sawdust were slightly decreased 
whereas cellulose content was increased. Reddy et al. 2012 also reported that 
hemicellulose and lignin contents of alkali treated jute fiber were reduced with 
increasing NaOH concentration from 2 to 20% w/v while cellulose content was 
increased due to the removal of hemicellulose and lignin. 
  At the same concentration of NaOH solution, hemicellulose and lignin 
contents of alkali treated sawdust at treatment time of 60 min slightly reduced while 
cellulose content increased when compared to alkali treated sawdust at treatment time 
of 30 min. Ray and Sakar (2000) also observed that with increasing treatment time, 
hemicellulose and lignin contents were reduced but cellulose content was increased. 









concentration of NaOH (2% w/v) for short time (30 min) was successfully removed 
hemicellulose and lignin from sawdust. 










56.62 12.29 27.38 
Alkali treated 2% w/v for 30min 
(2%AT_30min) 
58.09 10.26 25.83 
Alkali treated 5% w/v for 30min 
(5%AT_30min) 
59.01 9.00 25.11 
Alkali treated 10% w/v for 30min 
(10%AT_30min) 
59.90 8.43 25.71 
Alkali treated 2% w/v for 60min 
(2%AT_60min) 
58.56 9.94 25.23 
Alkali treated 5% w/v for 60min 
(5%AT_60min) 
59.09 8.28 25.21 
Alkali treated 10% w/v for 60min 
(10%AT_60min) 
59.64 8.02 25.12 
 4.1.2 Functional groups analysis  
  Fourier transform infrared spectroscopy (FTIR) spectrum of untreated 
sawdust is shown in Figure 4.1 and its characteristic bands are listed in Table 4.2. The 
absorption band at 3339 cm
-1
 was a characteristic of hydroxyl (O-H) stretching 
vibration originating from cellulose, hemicellulose and lignin. The absorption band at 
2909 cm
-1
 was due to the C-H stretching vibration of CH in cellulose, hemicellulose 
and lignin. There was an absorption band at 1732 cm
-1 
belonged to the carbonyl 









lignin. The absorption bands were found at 1600 and 1505 cm
-1
 indicating the 
aromatic ring stretching vibration of lignin. The absorption band at 1454 cm
-1
 was 
assigned to CH2 asymmetric bending in cellulose. The absorption band at 1420 cm
-1
 
was attributed to C-H deformation in lignin. The absorption band at 1367 cm
-1
 was 
attributed to C-H deformation in hemicellulose. The absorption bands at and 1322 and 
1231 cm
-1
 were related to C-O stretching vibration of aromatic ring and acetyl group 
of lignin, respectively. Little shoulder observed at 1154 and 1103 cm
-1
 were due to C-
O-C and O-H stretching in cellulose, respectively. The absorption band at 1029 cm
-1
 
was described to the C-O stretching of hydroxyl functionality in cellulose. Finally, the 
absorption band at 894 cm
-1
 was associated β-glycosidic linkage of polysaccharide 
(Ray and Sarkar, 2000; Lai et al., 2003; Muller et al., 2009; Reddy et al., 2012). 
  FTIR spectra of untreated sawdust and alkali treated sawdust at various 
NaOH concentrations and treatment times are shown in Figure 4.2. After alkali 
treatment, the changes in absorption bands at 3339, 2909, 1732, 1600, 1505, 1367, 
1322 and 1231 cm
-1
 were observed. The intensity of the peak at 3339 and 2909 cm
-1
 
of the alkali treated sawdust was decreased comparing to the untreated sawdust due to 
the removal of hemicellulose and lignin (Ray et al., 2001). The peak at 1732 cm
-1
 was 
remarkably reduced after alkali treatment. This indicated that the alkali treatment 
significantly removed hemicellulose and lignin (Ray et al., 2001). The reduction of 
the peak intensity at 1367 cm
-1
 assigned for C-H deformation in hemicellulose was 
found after alkali treatment (Sinha et al., 2009). Moreover, the peak intensities at 
1600, 1505, 1332 and 1231 cm
-1 
were decreased indicating that amount of lignin was 
decreased by alkali treatment (Reddy et al., 2012). From FTIR results, it can be 









Ramadevi et al. (2012) also reported that after alkali treatment, the peak intensity at 
3347, 1732, 1593, 1310 and 1245 cm
-1
 of abaca fiber was reduced due to the removal 
of hemicellulose and lignin components.  
  Nonetheless, NaOH concentration and treatment time were slightly 
reduced the peak intensity of alkali treated sawdust. This result was corresponded to 
filler composition results in previous section. 
 













































































Table 4.2 FTIR peak positions of untreated sawdust (Ray and Sarkar, 2000; Lai et al., 






3339 O-H stretching  
Cellulose, hemicellulose and 
lignin  
2909 C-H stretching  Cellulose and hemicellulose  
1732 C=O stretching  
Carboxylic acid in lignin or 
ester group in hemicellulose 
1600 C=O stretching  Aromatic ring of lignin  
1505 C=C stretching  Aromatic ring of lignin 
1454 CH2 symmetric bending Cellulose  
1420 C-H deformation Aromatic ring in lignin 
1367 C-H deformation Hemicellulose 
1322 C-O stretching Aromatic ring in lignin 





1103 O-H stretching Cellulose  
1029 C-O and O-H stretching  Cellulose 











Figure 4.2 ATR-FTIR spectra of (a) UT, (b) 2%AT_30min, (c) 5%AT_30 min,  
 (d) 10%AT_30 min, (e) 2%AT_60 min, (f) 5%AT_60 min and  
 (g) 10%AT_60 min. 
 4.1.3 Thermal properties 
  Thermogravimetric analysis (TGA) and differential thermal analysis 
(DTA) curves of untreated sawdust and alkali treated sawdust are shown in Figure 4.3 
and thermal decomposition characteristics of untreated and alkali treated sawdust 
summarized in Table 4.3. It was found that untreated sawdust had three stages of the 
decomposition process. The 1
st
 weight loss step of untreated sawdust was observed 
below 100°C due to the evaporation of moisture. The 2
nd
 weight loss step observed as 











 weight loss step at 344.68°C indicated the degradation of cellulose 
containing in sawdust (Ouajai et al., 2004). Lignin degradation was unable to see in 
the TGA and DTA curves because it was overlapped with the hemicellulose and 
cellulose decomposition (Manfredi et al., 2006). Lignin decomposed between 250 and 
500°C (Kim et al., 2003). Ndazi et al. (2007) also observed three stage decomposition 
of rice husk. The 1
st
 weight loss was found at around 60°C due to the evaporation of 
moisture. The 2
nd
 weight loss observed at 229°C was involved the decomposition of 
hemicellulose. The 3
rd
 weight loss observed at 341°C was the decomposition of 
cellulose. In addition, char residue of untreated sawdust at 800°C was 12.78%.  
  After alkali treatment at 2% w/v for 30 min, the 1
st
 weight loss 
temperature of alkali treated sawdust was observed below 100°C due to the 
evaporation of moisture. The 2
nd
 weight loss temperature (shoulder peak) of alkali 
treated sawdust was disappeared. This indicated that hemicellulose was removed by 
alkali treatment (Ouajai et al., 2004). The 3
rd
 weight loss temperature (cellulose 
decomposition temperature) of alkali treated sawdust was remarkably shifted to 
higher temperature from 344.68°C to 353.65°C indicating the enhancement of the 
thermal stability of alkali treated sawdust. This was because some components of 
sawdust such as impurities, wax and hemicellulose which degraded at low 
temperature may be removed during alkali treatment (Albano et al., 1999). Khan et al. 
(2012) also found that the cellulose decomposition temperature of alkali treated 
coconut husk fiber was shifted to higher temperature when compared to untreated 
coconut husk fiber. Moreover, char residue of alkali treated sawdust was increased. 
Ray et al. (2001) found that char residue of jute fiber was increased after alkali 









increased after alkali treatment due to an increase in cellulose content after alkali 
treatment. 
  However, the decomposition temperature and char residue of alkali 
treated sawdust slightly changed with increasing NaOH concentration and treatment 
time. This indicated that the optimum alkali treatment condition was with 2% w/v 
NaOH for 30 min. Reddy et al. (2012) also reported no significant change in 
decomposition temperature of alkali treated Borassus fruit fiber with increasing 
NaOH concentration from 2 to 15% w/v. In addition, Ray et al. (2002) also observed 
that no significant change of the decomposition temperature of alkali treated jute fiber 


















Figure 4.3 Thermal decomposition characteristics of untreated and alkali  
 treated sawdust with different NaOH concentrations and treatment 









Table 4.3 Thermal decomposition characteristics of untreated and alkali treated 






















Untreated sawdust 81.60 283.97 344.68 12.78 
2%AT_30min 91.43 - 353.65 15.48 
5%AT_30min 91.84 - 353.86 16.30 
10%AT_30min 92.28 - 354.28 16.42 
2%AT_60min 92.96 - 353.81 16.07 
5%AT_60min 92.81 - 354.33 17.05 
10%AT_60min 93.30 - 354.46 17.87 
 4.1.4 Morphological properties 
  SEM micrographs of untreated and alkali treated sawdust are 
illustrated in Figure 4.4 (a)-(h). It can be seen that the surface of untreated sawdust 
was covered by a layer of surface impurities on its surface as displayed in Figure 4.4 
(b). After alkali treatment at 2% w/v NaOH for 30 min, the surface of alkali treated 
sawdust was cleaner than that of untreated sawdust as shown in Figure 4.4 (c) due to 
the removal of impurities, oil and wax (Karthikeyan et al., 2012). It was also found 
that roughness of the sawdust surface was obviously enhanced due to the removal of 
hemicellulose and lignin (Lui et al., 2009). After alkali treatment at 5% and 10% w/v 
NaOH for 30 min, an insignificant change of surface roughness of sawdust was found 









  After alkali treatment at 2% w/v NaOH for 60 min, the surface 
roughness of sawdust was insignificantly changed when compared to sawdust treated 
with 2% w/v NaOH for 30 min as illustrated in Figure 4.5 (f). In addition, no 
significant change of surface roughness of sawdust was observed with increasing 
NaOH concentration as shown in Figure 4.5 (g)-(h). Therefore, the optimum condition 
of alkali treatment was 2% w/v NaOH for 30 min.  
  From chemical composition, functional group analysis, thermal 
properties and morphological properties, the optimum alkali treatment condition was 
2% w/v NaOH for 30 min. Therefore, sawdust treated with 2% w/v NaOH for 30 min 
was selected to study the effect of sawdust content on the properties of 
sawdust/rHDPE composites. 
  
Figure 4.4 SEM micrographs of (a) UT (50x), (b) UT (200x), (c) 2%AT_30min  
 (200x), (d) 5%AT_30 min (200x), (e) 10%AT_30 min (200x),  
 (f) 2%AT_60 min (200x), (g) 5%AT_60 min (200x) and  














Figure 4.4 SEM micrographs of (a) UT (50x), (b) UT (200x), (c) 2%AT_30min  
 (200x), (d) 5%AT_30 min (200x), (e) 10%AT_30 min (200x),  
 (f) 2%AT_60 min (200x), (g) 5%AT_60 min (200x) and  

















4.2 Effects of sawdust content and alkali treatment on physical 
 properties of sawdust/rHDPE composites 
 4.2.1 Mechanical properties 
  Tensile properties of rHDPE and rHDPE composites are shown in 
Table 4.4. With the addition of untreated sawdust, tensile strength and tensile 
modulus of rHDPE were improved but elongation at break was reduced. This result 
suggested that sawdust acted as reinforcing filler in the system (Danyadi et al., 2007). 
In addition, tensile strength of the composites decreased with increasing sawdust 
content as illustrated in Figure 4.5 (a). This may be due to the incompatibility between 
sawdust and rHDPE matrix (Atuanya et al., 2011). From Figure 4.5 (b), tensile 
modulus of the composites enhanced with increasing sawdust content indicating the 
ability of sawdust to impart greater stiffness to the composites (Atuanya et al., 2011). 
The reduction of elongation at break of the composites was found when sawdust 
content was increased as shown in Figure 4.5 (c). This was because the presence of 
sawdust caused matrix to lose its ability against elastic deformation (Li et al., 2004).
  Tensile strength, tensile modulus and elongation at break of alkali 
treated sawdust/rHDPE composites were slightly higher than those of untreated 
sawdust/rHDPE composites at all sawdust contents due to the enhancement of 
interfacial adhesion between sawdust and rHDPE matrix. Alkali treatment increased 
the filler surface roughness by a removal of impurities, waxes, hemicellulose and 
lignin on filler surface resulting in better mechanical interlocking between sawdust 










     (a) 
 
        (b) 
Figure 4.5 Tensile properties of rHDPE and rHDPE composites with different   
 sawdust contents (a) tensile strength, (b) tensile modulus and  










       (c) 
Figure 4.5 Tensile properties of rHDPE and rHDPE composites with different  
 sawdust contents (a) tensile strength, (b) tensile modulus and 
 (c) elongation at break (continued). 
  Flexural strength and flexural modulus of rHDPE and rHDPE 
composites are shown in Table 4.4. Flexural properties of rHDPE composites showed 
the same trend as tensile properties. From Figure 4.6 (a)-(b), flexural strength and 
flexural modulus of rHDPE enhanced with incorporating sawdust. With increasing 
sawdust content, flexural strength of the composites decreased whereas flexural 
modulus increased. Flexural strength and flexural modulus of alkali treated 
sawdust/rHDPE composites were slightly higher than those of untreated composites at 
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       (b) 
Figure 4.6 Flexural properties of rHDPE and rHDPE composites with different  









  Impact strength of rHDPE and rHDPE composites is shown in Table 
4.4. It was seen that all composites showed lower impact strength than rHDPE 
because the addition of sawdust created stress concentration that required less energy 
to initiate cracking. From Figure 4.7, with increasing sawdust content, impact strength 
of the composites was decreased due to an increase in filler agglomeration creating 
more regions of stress concentration (Yao et al., 2008). The improvement of impact 
strength was observed in the composites prepared from alkali treated sawdust. This 
was due to the improvement of interfacial adhesion between sawdust and matrix 
resulting in better stress transfer during testing.  
 

































rHDPE 28.19±0.65 0.63±0.03 132.57±3.63 28.06±0.01 0.82±0.04 13.68±0.88 
rHDPE/30UT 30.21±0.59 0.91±0.01 6.40±0.26 42.99±0.78 1.73±0.06 5.67±0.10 
rHDPE/40UT 26.86±0.53 1.05±0.04 3.82±0.27 40.25±1.07 1.90±0.11 5.08±0.10 
rHDPE/50UT 24.16±1.07 1.17±0.07 2.98±0.13 37.32±0.27 2.05±0.05 3.78±0.21 
rHDPE/30AT 31.24±0.36 0.95±0.03 7.18±0.55 43.88±0.76 1.96±0.03 6.88±0.61 
rHDPE/40AT 28.92±0.70 1.09±0.04 4.42±0.55 42.13±0.99 2.12±0.08 5.60±0.25 















 4.2.2 Flammability 
  UL-94 test results and horizontal burning rate of rHDPE and rHDPE 
composites are shown in Table 4.5. From UL-94 test, rHDPE and rHDPE composites 
were completely combusted and were not classified in UL-94 classification. This 
indicated that rHDPE and sawdust/rHDPE composites had high sensitivity to flame 
(Bakar et al., 2010). Alkali treated sawdust/rHDPE composites were not also 
classified in UL-94 classification. 
  Sawdust/rHDPE composites had higher burning rate than rHDPE and 
the burning rate increased with increasing sawdust content as illustrated in Figure 4.8. 
This also indicated that sawdust/rHDPE composites had high sensitivity to flame (Li 
et al., 2004). Alkali treated sawdust/rHDPE composites showed slightly lower 
burning rate than untreated sawdust/rHDPE composites. This may be due to an 
increase in char residue of the composites by alkali treatment as observed from TGA 
results (section 4.2.3). When the char layer built up, it may separate the composites 










Figure 4.8 Burning rate of rHDPE and rHDPE composites with different sawdust 
 contents. 
Table 4.5 UL-94 classification and horizontal burning rate of rHDPE and rHDPE  
 composites with different sawdust contents. 
Sample name UL-94 classification 
Horizontal burning rate 
(mm/min) 
rHDPE NC 15.27±1.38 
rHDPE/30UT NC 21.58±0.61 
rHDPE/40UT NC 24.38±0.30 
rHDPE/50UT NC 26.00±0.86 
rHDPE/30AT NC 18.07±0.77 
rHDPE/40AT NC 22.59±0.29 









 4.2.3 Thermal properties 
  TGA and DTA curves of rHDPE and rHDPE composits are shown in 
Figure 4.9. Sawdust/rHDPE composites showed two weight loss processes at about 
345.17°C and 475.50°C. The 1
st
 weight loss was attributed to thermal degradation of 
sawdust (Li et al., 2004). The 2
nd
 weight loss was associated to decomposition of 
rHDPE. The 1
st
 weight loss temperature of the composites continuously reduced when 
sawdust content was increased. Kim et al. (2003) also found that the 1
st
 weight loss 
temperature of rice husk flour (RHF)/polypropylene (PP) composites decreased with 
increasing RHF loading due to the low thermal decomposition temperature of RHF. 
The addition of untreated sawdust into rHDPE matrix reduced the decomposition 
temperature of rHDPE. Li and He et al. (2003) also found that an increase in fiber 
content led to a decrease in linear low density polyethylene (LLDPE) decomposition 
temperature of wood fiber/LLDPE composites. This was because free radicals were 
produced in thermal degradation of wood at high temperature and accelerated the 
reactions of the thermal degradation of LLDPE. 
  Alkali treatment increased the sawdust decomposition temperature of 
the composites. This may be due to the fact that some components in sawdust which 
degraded at low temperature were extracted out during alkali treatment resulting in 
the composites with higher thermal stability (Kaewkuk et al., 2010). Moreover, char 
residue of alkali treated sawdust/rHDPE composites was slightly higher than that of 
untreated sawdust/rHDPE composites as seen in Table 4.6. The char residue of the 
composites was attributed to the presence of sawdust in rHPDE matrix. The increase 
in char residue of alkali treated sawdust/rHDPE composites was due to the increase in 
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      (b) 
Figure 4.9 Thermal decomposition characteristics of rHDPE and rHDPE composites 









Table 4.6 Thermal degradation characteristics of rHDPE and rHDPE composites with 














rHDPE - 477.67 0 
rHDPE/30UT 345.17 475.50 5.11 
rHDPE/40UT 344.50 474.50 7.57 
rHDPE/50UT 343.83 473.83 8.60 
rHDPE/30AT 353.83 476.33 6.71 
rHDPE/40AT 352.67 475.85 8.32 
rHDPE/50AT 351.50 474.67 8.85 
 4.2.4 Morphological properties 
  SEM micrographs of tensile fracture surface of untreated and alkali      
treated sawdust/rHDPE composites at 30 wt% of sawdust are shown in Figure 4.10. 
As shown in Figure 4.10 (a), gap between rHDPE and sawdust was observed. This 
indicated the poor compatibility between sawdust and rHDPE matrix leading to the 
reduction of mechanical properties of rHDPE composites. From Figure 4.10 (b), alkali 
treatment enhanced the interfacial adhesion between sawdust and rHDPE matrix 
resulting in the improvement of the mechanical properties of the composites.  
  SEM micrographs of tensile fracture surface of untreated 
sawdust/rHDPE composites at various sawdust contents are illustrated in Figure 4.11 









were observed. With increasing sawdust content, the agglomeration of untreated 
sawdust in rHDPE matrix was found. On the other hand, good interfacial adhesion 
between alkali treated sawdust and rHDPE matrix was observed as shown in Figure 
4.11 (d)-(f). This suggested that alkali treatment enhanced the compatibility between 
sawdust and rHDPE matrix. In addition, sawdust agglomeration was not seen in alkali 
treated sawdust/rHDPE composites. This result was well corresponded with the 
mechanical properties. 
  According to the mechanical properties, flammability and thermal 
properties, the composite filled with 30 wt% of alkali treated sawdust was selected to 
investigate the effect of aluminum trihydrate (ATH) as a flame retardant on the 
properties of the alkali treated sawdust/rHDPE composites. 
  
Figure 4.10 SEM micrographs of tensile fracture surface of the sawdust/rHDPE  
 composites at 350x magnification (a) rHDPE/30UT and  














Figure 4.11 SEM micrographs of tensile fracture surface of the sawdust/rHDPE  
 composites at 100x magnification (a) rHDPE/30UT,                          
 (b) rHDPE/40UT, (c) rHDPE/50UT, (d) rHDPE/30AT,  
















4.3 Effect of aluminum trihydrate (ATH) on physical properties of 
 alkali treated sawdust/rHDPE composites 
 4.3.1 Mechanical properties 
  Tensile properties of alkali treated sawdust/rHDPE composites with 
different ATH contents are listed in Table 4.7. Tensile strength and elongation at 
break of the composites were continuously decreased with increasing ATH content as 
shown in Figure 4.12 (a). This was due to poor interfacial adhesion between ATH and 
rHDPE matrix and agglomeration of ATH in rHDPE matrix confirmed by SEM 
micrographs of the rHDPE composites as shown in Figures 4.17 (a)-(c). Tensile 
modulus of the composites improved when ATH content was increased as illustrated 
in Figure 4.12 (b). ATH was a rigid small particle enhancing the stiffness of the 
composites (Tai et al., 2000). Ramazani et al. (2008) also reported that tensile strength 
and elongation at break of polypropylene composites were decreased with increasing 
ATH content while tensile modulus was increased.  













Figure 4.12 Tensile properties of alkali treated sawdust/rHDPE composites with  
 different ATH contents (a) tensile strength and elongation at break 









  Flexural properties of alkali treated sawdust/rHDPE composites with 
different ATH contents are listed in Table 4.7. Flexural strength of the composites 
slightly decreased with increasing amount of ATH while flexural modulus increased 
as shown in Figure 4.13 due to the agglomeration and the poor interfacial adhesion 
between ATH and rHDPE matrix. Shah et al. (2013) also found that with increasing 
ATH content, flexural strength of polypropylene composites decreased whereas 
flexural modulus increased. 
 
Figure 4.13 Flexural strength and flexural modulus of alkali treated sawdust/rHDPE  
 composites with different ATH contents. 
  Impact strength of alkali treated sawdust/rHDPE composites with 
different ATH contents is shown in Figure 4.14. Impact strength of the composites 









interfacial adhesion between ATH and rHDPE matrix and the agglomeration of ATH 
in rHDPE matrix creating more regions of stress concentration. Ramazani et al. 
(2008) also reported that impact strength of polypropylene (PP) composites decreased 
with increasing ATH content because of the poor compatibility between ATH and PP 
matrix. 
    
Figure 4.14 Impact strength of alkali treated sawdust/rHDPE composites with  































rHDPE/30AT 31.24±0.36 0.95±0.03 7.18±0.55 43.88±0.76 1.96±0.03 6.88±0.61 
10ATH 28.26±0.90 0.99±0.01 5.60±0.60 42.42±0.87 2.10±0.08 6.53±0.25 
20ATH 27.12±0.92 1.04±0.06 4.86±0.38 41.43±0.98 2.21±0.01 5.87±0.52 













 4.3.2 Flammability 
  UL-94 test results and horizontal burning rate of alkali treated 
sawdust/rHDPE composites with different ATH contents are shown in Table 4.8. 
From UL-94 test, alkali treated sawdust/rHDPE composite was combustible materials 
and was not classified in UL-94 classification. Moreover, the addition of ATH did not 
have a significant effect on UL-94 test results of the composites at all ATH contents. 
The composites were also not classified in UL-94 classification. Plentz et al. (2006) 
found that polypropylene containing with 30-50 wt% ATH could not be classified in 
UL-94 classification. However, the composite containing 60 wt% ATH was classified 
as V-2 grade. This indicated that ATH was an effective flame retardant of polymer at 
a high loading. 
  Burning rate of alkali treated sawdust/rHDPE composites containing 
ATH was lower than that of alkali treated sawdust/rHDPE composite without ATH. 
The burning rate of the composites decreased with increasing ATH content as 
illustrated in Figure 4.15. This indicated that ATH enhanced the flame retardancy of 
alkali treated sawdust/rHDPE composites. Norzali et al. (2011) also found that the 
burning rate of oil palm empty fruit bunch fiber/polyurethane composites with ATH 
was lowered than the composites without ATH. This was because ATH released some 
amount of water when ATH was combustible resulting in the dilution of the 
combustible gases. Moreover, ATH also produced char protective layer on the 











Table 4.8 UL-94 classification and horizontal burning rate of alkali treated 
 sawdust/rHDPE composites with different ATH contents. 
Sample name UL-94 classification 
Horizontal burning rate 
(mm/min) 
rHDPE/30AT NC 18.07±0.77 
10ATH NC 17.88±0.90 
20ATH NC 13.36±1.83 
30ATH NC 11.09±0.84 
    
Figure 4.15 Horizontal burning rate of alkali treated sawdust/rHDPE composites with  










 4.3.3 Thermal properties 
  TGA and DTA thermograms of ATH and alkali treated 
sawdust/rHDPE composites with different ATH contents are shown in Figure 4.16 
ATH had only one weight loss step at 291.67°C and left very high amount of char 
residue around 65.21% at 800°C. During the decomposition process, ATH released 
water and produced very high amount of char residue (Chen et al., 1989). When ATH 
at content of 10 phr was added into alkali treated sawdust/rHDPE composites three 
weight loss steps were found at 292.24, 358.40 and 477.01°C due to the 





decomposition temperature of the composites slightly increased with increasing ATH 
content because the release of water and the formation of char residue during the 
thermal decomposition of ATH delayed thermal decomposition of the composites by 
acting as an insulating protective layer (Ramazani et al., 2008). In addition, the char 
residue continuously increased with increasing ATH content.  
Table 4.9 Thermal decomposition characteristics of ATH and alkali treated     






















rHDPE/30AT - 353.83 476.33 6.71 
10ATH 292.24 358.40 477.01 8.31 
20ATH 292.32 359.57 477.90 11.70 
30ATH 292.03 360.40 478.66 15.07 
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          (b) 
Figure 4.16 Thermal decomposition characteristics of ATH and alkali treated 
 sawdust/rHDPE composites with different ATH contents (a) TGA 









 4.3.4 Morphological properties 
  SEM micrographs of tensile fracture surface of alkali treated 
sawdust/rHDPE composites with different ATH contents are shown in Figure 4.17 
(a)-(c). The gap between ATH and rHDPE matrix was clearly observed in Figure 4.17 
(a) indicating poor compatibility between rHDPE and ATH. Moreover, the 
agglomeration of ATH was found when ATH content was increased as shown in 




Figure 4.17 SEM micrographs of tensile fracture surface of alkali treated 
 sawdust/rHDPE composites with different ATH contents at 











  From the mechanical properties, flammability and thermal properties, 
the composite containing 30ATH was chosen to study the effect of combination of 
































4.4 Effect of the combination of flame retardants on physical 
 properties of alkali treated sawdust/rHDPE composites  
 Flame retardants are generally used to improve the flame retardancy of 
lignicellulosic fillers/polymer composites. However, the addition of flame retardant 
for enhancing flame retardancy of the composites causes the reduction of mechanical 
properties. The effectiveness of flame retardants can be improved by synergistic 
effect. The combination of flame retardants shows the enhancement of the flame 
retardantcy of wood fillers/polymer composites without the deterioration of 
mechanical properties (Garcia et al., 2009; Kurt and Mengeloglu, 2009; Bai et al., 
2014). 
 4.4.1 Mechanical properties 
  Tensile properties of alkali treated sawdust/rHDPE composites with 
the combination of flame retardants are presented in Table 4.10. With the 
incorporation of ATH into the alkali treated sawdust/rHDPE composites, tensile 
strength and elongation at break of the composites were decreased as illustrated in 
Figure 4.18 (a). This was due to poor interfacial adhesion between ATH and rHDPE 
matrix (Wang et al., 2002). On the other hand, tensile modulus of the alkali treated 
sawdust/rHDPE composites was increased when ATH was added as shown in Figure 
4.18 (b). This was because ATH was a rigid particle leading to enhanced stiffness of 
the composites (Tai et al., 2000). 
  The incorporation of the combination of ATH and ZB, i.e. 
20ATH/10ZB, 15ATH/15ZB and 10ATH/20ZB into the alkali treated 
sawdust/rHDPE composites slightly increased tensile properties of the composites 









composites increased with increasing ZB content in the mixture of ATH and ZB. The 
composite containing ZB exhitbited the highest tensile properties. This was because 
ZB had rougher surface than ATH as displayed in Figure 4.23. This may promote 
mechanical interlocking between ZB and polymer matrix. (Jeecham et al., 2010). 
Ramazani et al. (2007) also reported that the addition of combination of ATH and ZB 
into polypropylene composites significantly increased tensile properties of the 
composites containing ATH.  
 
(a) 
Figure 4.18 Tensile properties of alkali treated sawdust/rHDPE composites with the 
 combination of flame retardants (a) tensile strength and elongation at 











Figure 4.18 Tensile properties of alkali treated sawdust/rHDPE composites with the 
 combination of flame retardants (a) tensile strength and elongation at 
 break and (b) tensile modulus (continued). 
  Flexural properties of alkali treated sawdust/rHDPE composites with 
the combination of flame retardants are shown in Figure 4.19. Flexural strength of 
alkali treated sawdust/rHDPE composites decreased with the incorporation of ATH 
while flexural modulus increased. With the addition of the combination ATH and ZB 
into the alkali treated sawdust/rHDPE composites, flexural strength and flexural 
modulus were slightly improved when compared to the composite containing ATH. 









were increased with increasing ZB content in the mixture of ATH and ZB. The 
composite containing 30ZB composite exhibited the highest flexural properties. 
 
Figure 4.19 Flexural properties of alkali treated sawdust/rHDPE composites with the 
 combination of flame retardants. 
  Impact strength of alkali treated sawdust/rHDPE composites with the 
combination of flame retardants is shown in Figure 4.20. The reduction of impact 
strength of the alkali treated sawdust/rHDPE composites was found when flame 
retardants were added. Moreover, insignificant difference in impact strength of the 
composites was observed with the addition of ATH, ZB or the combination of ATH 










Figure 4.20 Impact strength of alkali treated sawdust/rHDPE composites with the 









Table 4.10 Mechanical properties of alkali treated sawdust/rHDPE composites with the combination of  






















rHDPE/30AT 31.24±0.36 0.95±0.03 7.18±0.55 43.88±0.76 1.96.±0.03 6.88±0.61 
30ATH 26.39±0.54 1.08±0.06 4.30±0.10 40.54±0.24 2.29±0.02 5.34±0.11 
20ATH/10ZB 27.41±0.96 1.10±0.05 4.36±0.38 43.64±0.95 2.36±0.04 5.42±0.10 
15ATH/15ZB 28.29±0.24 1.11±0.07 4.49±0.46 44.56±0.32 2.40±0.14 5.67±0.16 
10ATH/20ZB 29.85±0.66 1.14±0.04 4.56±0.19 45.47±0.98 2.45±0.10 5.78±0.32 



















 4.4.2 Flammability 
  UL-94 test results and horizontal burning rate of alkali treated 
sawdust/rHDPE composites with the combination of flame retardants are shown in 
Table 4.11. From UL-94 test, all of composites were not classified in UL-94 
classification.  
  Adding the combination of ATH and ZB at 20ATH/10ZB and 
15ATH/15ZB into the composites resulted in a decrease in burning rate when 
compared to the composite containing 30ATH as shown in Figure 4.21. ATH 
decomposed at the temperature range of 220-240°C. During the decomposition 
process of ATH, water was released and thermal insulating protective layer was 
formed on the polymer surface separating its form heat and oxygen. At the 
temperature range of 290-450°C, zinc borate was decomposed. Water was released 
and char protective layer was formed which separated the composites from heat and 
oxygen (Formicola et al., 2009). Ibibiko (2013) also reported that the combination of 
ATH and ZB showed synergistic effect in enhancing flame retardancy of LDPE 
composites.  
  However, the composite containing 10ATH/20ZB had higher burning 
rate that the composites containing 20ATH/10ZB and 15ATH/15ZB. Ibibiko (2013) 
also reported that flame retardancy of the LDPE composites was slightly reduced 
when ZB content in the mixture of ATH and ZB was increased. In addition, the 
composite containing 30ZB exhibited the highest burning rate. This suggested that ZB 
was poor flame retardant for the composites. 
  From the results, it can be seen that the combination of ATH and ZB 















composites at ATH:ZB ratio of 2:1 and 1:1. Moreover, the composite containing 
20ATH/10ZB showed the lowest burning rate.  
 
Figure 4.21 Horizontal burning rate of alkali treated sawdust/rHDPE composites  



















Table 4.11 UL-94 classification and horizontal burning rate of alkali treated 




Horizontal burning rate  
(mm/min) 
rHDPE/30AT NC 18.07±0.77 
30ATH NC 11.09±0.84 
20ATH/10ZB NC 9.85±0.50 
15ATH/15ZB NC 10.53±0.88 
10ATH/20ZB NC 11.69±0.66 
30ZB NC 14.20±0.54 
 4.4.3 Thermal properties 
  TGA and DTA thermograms of alkali treated sawdust/rHDPE 
composites with the combination of flame retardants are shown in Figure 4.22 (a)-(b). 
rHDPE/30AT composite showed two weight loss steps due to the decomposition of 
sawdust and rHDPE. With the addition of ATH, the composites exhibited three 
weight loss steps due to the decomposition of ATH, sawdust and rHDPE. The 
composite containing ZB had two weight loss steps because the thermal 
decomposition temperature of ZB was overlapped with alkali treated sawdust. ZB was 
decomposed in the temperature range of 366.64-421.00°C. During the decomposition 
of ZB, water was released and char residue was produced at about 85% as shown in 
Figure 4.22 (a). 
  When certain content of ATH was replaced with 10 phr of ZB, the 















compared to the composite containing ATH as shown in Table 4.12. In addition, the 
decomposition temperatures of the composites were increased with increasing ZB 
content in the mixture of ATH and ZB. ATH released water and produced char 
protective layer during the decomposition process resulting in the retardation of 
thermal decomposition process. ZB was decomposed at about 360°C and released 
water. Moreover, char protective layer was formed which resulted in more effective 
char protective layer suppressing thermal decomposition process (Formicola et al., 
2009). The composites containing the combination of ATH and ZB exhibited higher 
char residue than the composite with ATH. However, char residue of the composites 
was insignificantly changed with increasing ZB content in the mixture of ATH and 
ZB.  
Table 4.12 Thermal decomposition characteristics of ATH, ZB and alkali treated 



















rHDPE/30AT - 353.83 476.33 6.71 
30ATH 292.03 360.40 478.66 15.07 
20ATH/10ZB 293.62 360.95 479.23 17.25 
15ATH/15ZB 294.16 363.95 479.80 17.63 
10ATH/20ZB 297.58 364.16 480.07 18.28 
30ZB - 365.14 480.52 18.46 
ATH 291.67 - - 65.21 



















Figure 4.22 Thermal decomposition characteristics of ATH, ZB and alkali treated 
 sawdust/rHDPE composites with the combination of flame retardants 















 4.4.4 Morphological properties 
  SEM micrographs of tensile fracture surface of alkali treated 
sawdust/rHDPE composites with the combination of flame retardants are shown 
Figure 4.23 (a)-(e). From Figure 4.23 (a), gap between ATH and rHDPE matrix was 
observed due to the poor interfacial adhesion between ATH and rHDPE matrix. 
Howover, from Figure 4.23 (b)-(e), it can be seen that ZB had better adhesion with 
rHDPE matrix than ATH. This was corresponded well with mechanical properties that 
the addition of ZB into the composites containing ATH enhanced the mechanical 
properties of the composites. 
  In this section, the combination of flame retardants showed the 
improvement of mechanical properties and thermal stability of the composites. The 
synergistic effect in enhancing flame retardancy of the composites was observed 
when 20ATH/10ZB and 15ATH/15ZB was added. The composite filled with 
20ATH/10ZB showed the highest flame retardancy. Therefore, this composite was 
chosen to study the effect of compatibilizer on the properties of sawdust/rHDPE 





















Figure 4.23 SEM micrographs of tensile fracture surface of alkali treated 
 sawdust/rHDPE composites with the combination of flame 
 retardants at magnification 50x (a) 30ATH, (b) 20ATH/10ZB, 



















4.5 Effect of compatibilizer on physical properties of alkali treated 
 sawdust/rHDPE composites containing flame retardants 
 4.5.1 Mechanical properties 
  Tensile properties of the composites containing 20ATH/10ZB at 
various maleic anhydride grafted polyethylene (MAPE) contents are illustrated in 
Table 4.13. From Figure 4.24 (a)-(b), tensile strength and elongation at break of the 
composites increased with increasing MAPE content while tensile modulus was 
relatively unchanged. This may be due to the improvement of interfacial adhesion 
between flame retardants and rHDPE matrix. The chemical bond was formed between 
OH groups of the flame retardants and anhydride groups of MAPE while PE chains of 
MAPE diffused into the PE matrix. Therefore, the surface adhesion between flame 
retardants and rHDPE can be improved by use of MAPE (Ayrilmis, 2013; Ridzuan et 
al., 2013). Moreover, the addition of MAPE can also improve the compatibility 
between sawdust and rHDPE matrix. The polar part of MAPE interacted with 
hydroxyl groups of sawdust and MAPE anchors its nonpolar PE part to the rHDPE 
matrix (Tai and Li, 2001) resulting in the improvement of tensile properties. 
  Flexural properties of the composites containing 20ATH/10ZB at 
various MAPE contents are illustrated in Figure 4.25 and listed in Table 4.13. 
Flexural strength of the composites was increased with increasing MAPE content 
whereas flexural modulus was insignificantly changed. Jeencham (2010) also 
observed that flexural strength of sisal fiber/PP composites containing ammonium 





















Figure 4.24 Tensile properties of alkali treated sawdust/rHDPE composites with 
 different MAPE contents (a) tensile strength and elongation at break 
















Figure 4.25 Flexural properties of alkali treated sawdust/rHDPE composites with 
 different MAPE contents. 
  Impact strength of the composites containing 20ATH/10ZB at various 
MAPE contents is shown in Figure 4.26. Impact strength of the composites was 
continuously enhanced when MAPE content was increased because of the 
improvement of the interfacial adhesion between fillers and rHDPE resulting in more 
efficient stress transfer from the polymer matrix to the fillers. Therefore, the 
composites were able to absorb higher amount of energy to stop crack propagation. 
















Figure 4.26 Impact strength of alkali treated sawdust/rHDPE composites with  





































20ATH/10ZB 27.41±0.96 1.10±0.05 4.36±0.38 43.64±0.95 2.36±0.04 5.42±0.10 
1MAPE 27.72±1.23 1.10±0.07 4.85±0.05 43.78±0.62 2.41±0.09 5.62±0.18 
3MAPE 28.02±1.06 1.10±0.06 5.01±0.37 44.67±0.74 2.42±0.05 6.54±0.32 



















 4.5.2 Flammability 
  UL-94 test results and horizontal burning rate of the composites 
containing 20ATH/10ZB at various MAPE contents are shown in Table 4.14. It can 
be seen that all of the composites were not classified in UL-94 classification.  
  On the other hand, the burning rate of the composite containing 
20ATH/10ZB was reduced with increasing MAPE content as illustrated in Figure 
4.27 due to good distribution of flame retardants in rHDPE matrix (Zhang et al., 
2005). This can be confirmed by SEM micrographs (Figure 4.29) that flame retardants 
were well distributed in rHPDE matrix with the addition of MAPE. Li and He, (2003) 
also reported that flame retardancy of wood fibers/LLDPE composite containing APP 
was improved with increasing MAPE content. 
Table 4.14 UL-94 classification and horizontal burning rate of alkali treated 
 sawdust/rHDPE composites with different MAPE contents. 
Sample name UL-94 classification 
Horizontal burning rate 
(mm/min) 
20ATH/10ZB NC 9.85±0.50 
1MAPE NC 8.94±0.56 
3MAPE NC 8.52±0.78 
















Figure 4.27 Horizontal burning rate of alkali treated sawdust/rHDPE composites  
 with different MAPE contents. 
 4.5.3 Thermal properties 
  TGA and DTA thermograms of the composites containing 
20ATH/10ZB at various MAPE contents are shown in Figure 4.28 (a)-(b). The 
composite containing 20ATH/10ZB exhibited three weight loss steps. The 1
st
 
decomposition temperature was due to the decomposition of ATH. The 2
nd
 
decomposition temperature was assigned to the decomposition of alkali treated 
sawdust and ZB. The 3
rd
 decomposition temperature was attributed to the 






 thermal decomposition 
temperature of the composites slightly increased with the incorporation of MAPE into 
the composites due to the improvement of interfacial adhesion between flame 















of oil palm empty fruit bunch fiber/PP composites containing flame retardant 
increased with the addition of MAPP. Li and He (2003) also reported that thermal 
stability of wood fiber/LLDPE composite containing APP was enhanced with the 
incorporation of MAPE.  







decomposition temperature of the composites was observed with increasing MAPE 
content. Jeencham (2010) also observed the insignificant change in thermal stability 
of sisal fibers/PP composites containing APP with increasing MAPP content. 
Moreover, char residue observed at 800ºC of the composites was relatively unchanged 
with increasing MAPE content. 
Table 4.15 Thermal decomposition characteristic of alkali treated sawdust/rHDPE 



















20ATH/10ZB 293.62 360.95 479.23 17.25 
1MAPE 295.52 361.12 480.08 16.54 
3MAPE 296.03 361.79 480.78 15.64 






















Figure 4.28 Thermal decomposition characteristics of alkali treated sawdust/rHDPE 















 4.5.4 Morphological properties 
  SEM micrographs of tensile fracture surface of the composites 
containing 20ATH/10ZB at various MAPE contents are shown in Figure 4.29. Poor 
interfacial adhesion between flame retardants and rHDPE matrix was observed in 
Figure 4.29 (a). However, the addition of MAPE enhanced the interfacial adhesion 
between flame retardants and rHDPE matrix as illustrated in Figure 4.29 (b)-(d). 
Flame retardants also well distributed in rHDPE matrix. This was corresponded well 
with mechanical properties of the composites. In addition, the improvement of 
interfacial adhesion between sawdust and rHDPE matrix was also observed when 


























Figure 4.29 SEM micrographs of tensile fracture surface of alkali treated 
 sawdust/rHDPE composites with different MAPE contents at 
 magnification 50x (a) 20ATH/10ZB, (b) 1MAPE, (c) 3MAPE and 



















Figure 4.30 SEM micrographs of tensile fracture surface of alkali treated 
 sawdust/rHDPE composites with different MAPE contents at 
 magnification 350x (a) 20ATH/10ZB, (b) 1MAPE, (c) 3MAPE 


























 Hemicellulose and lignin contents of sawdust were decreased whereas 
cellulose content was increased after alkali treatment. FTIR results showed a decrease 
in the peak intensity at 3339, 1732, 1600, 1505, 1332 and 1231 cm
-1
 due to a removal 
of hemicellulose and lignin. Alkali treatment improved thermal stability of sawdust 
because the low thermal stability constituents i.e. impurities, wax and hemicellulose 
containing in sawdust were removed during alkali treatment. SEM micrographs 
revealed that surface of alkali treated sawdust was cleaner and rougher than that of 
untreated sawdust. The optimum alkali treatment condition was 2% w/v NaOH for 30 
min. 
 Tensile strength, elongation at break, flexural strength and impact strength of 
sawdust/rHDPE composites were reduced with increasing sawdust content whereas 
tensile modulus and flexural modulus were increased. Thermal stability and flame 
retardancy of the composites were decreased when sawdust content was increased. 
SEM micrographs showed the agglomeration of sawdust in rHDPE and the poor 
interfacial adhesion between sawdust and rHDPE. Alkali treatment enhanced the 
compatibility between sawdust and rHDPE resulting in the improvement of 
mechanical properties of the composites at all sawdust contents. Thermal stability of 
alkali treated sawdust/rHDPE composites exhibited higher than that of untreated 
sawdust/rHDPE composites. SEM micrographs revealed the improvement of 
















sawdust/rHDPE composites, alkali treated sawdust/rHDPE composite containing 30 
wt% of sawdust showed the highest mechanical properties, flame retardancy and 
thermal stability. 
 ATH improved flame retardancy and thermal stability of alkali treated 
sawdust/rHDPE composites because water and char residue which formed during the 
thermal decomposition of ATH delayed thermal decomposition of the composites. 
With increasing ATH content, flame retardancy and thermal stability of the 
composites were improved while mechanical properties were not much affected. The 
composite containing 30 phr of ATH showed the highest flame retardancy and 
thermal stability. SEM micrographs showed poor dispersion of ATH in rHDPE 
matrix. 
 The incorporation of the combination of ATH and ZB into the alkali treated 
sawdust/rHDPE composites slightly increased mechanical properties of the 
composites comparing to the composite containing ATH because ZB had rougher 
surface than ATH resulting in better mechanical interlocking between ZB and 
polymer matrix. Thermal stability of the composites increased with increasing ZB 
content in the mixture of ATH and ZB. The composite containing 30ZB exhibited the 
highest mechanical properties and thermal stability but the lowest flame retardancy. 
The combination of ATH and ZB at ATH:ZB ratios of 2:1 and 1:1 exhibited 
synergistic effect in enhancing flame retardancy of the composites. Moreover, the 
composite containing ATH/ZB at the ratio of 2:1 showed the highest flame 
retardancy. SEM micrographs displayed that ZB had better adhesion with rHDPE 
















 Mechanical properties of the composites were significantly enhanced whereas 
flame retardancy and thermal stability were slightly increased with increasing MAPE 
content. SEM micrographs revealed that the interfacial adhesion between fillers and 
rHDPE matrix was improved with increasing MAPE content. Moreover, the good 







































Abu Bakar, M. B., Mohd Ishak, Z. A., Mat Taib, R., Rozman, H. D. and Mohamad 
 Jani, S. (2010). Flammability and mechanical properties of wood flour filled 
 polypropylene composites. J. Appl. Polym. Sci. 116: 2714-2722.  
Abdelmouleh, M., Bouﬁ, S., Belgacem, M. N. and Dufresne, A. (2007). Short 
 natural-ﬁbre reinforced polyethylene and natural rubber composites: 
 Eﬀect of silane coupling agents and ﬁbres loading. Comp. Sci. Tech. 67: 
 1627-1639. 
Adhikary, K. B., Pang, S. and Staiger, M. P. (2008). Dimensional stability and 
 mechanical behaviour of wood-plastic composites based on recycled and 
 virgin high-density polyethylene (HDPE). Comp. Part B. 39: 807-815. 
Akil, H. M., Omar, M. F., Mazuki, A. A. M., Safiee, S., Ishak, Z. A. M. and Bakar, A. 
 A. (2011). Kenaf fiber reinforced composites: A review. Mater. Des. 32: 
 4107-4121. 
Albano, C., Gonzalez, J., Ichazo, M. and Kaiser, D. (1999). Thermal stability of 
 blends of polyolefins and sisal fiber. Polym. Degrad. Stab. 66: 179-190. 
Anwer, M. M. and Bhuiyan, A. H. (2012). Influence of low temperature plasma 
 treatment on the surface, optical and DC electrical properties of jute. J. Appl. 


















Arbelaiz, A., Fernandez, B., Ramos, J. A., Retegi, A., Ponte, R. L. and Mondragon, I. 
 (2005). Mechanical properties of short flax fiber bundle/polypropylene  
 composites: Influence of matrix/fiber modification, fiber content, water uptake 
 and recycling. Comp. Sci. Tech. 65: 1582-1592. 
Araujo, J. R., Waldman W. R. and De Paoli, M. A. (2008). Thermal properties of high 
 density polyethylene composites with natural fibers: coupling agent effect. 
 Polym. Degrad. Stab. 93: 1770-1775. 
Atuanya, C. U. and Solomon, N. (2011). Evaluation of the mechanical properties of 
 recycled polyethylene/iroko wood saw dust particulate composite. J. Basic. 
 Appl. Sci. Res. 1: 2806-2810.  
Avramidis, G., Militz, H., Avar, I., Viöl, W. and Wolkenhauer, A. (2012).  Improved 
 absorption characteristics of thermally modiﬁed beech veneer produced by 
 plasma treatment. Eur J. Wood Prod. 70: 545-549. 
Aziz, S. H. and Ansell, M. P. (2004). The effect of alkalization and fiber alignment on 
 the mechanical and thermal properties of kenaf and hemp bast fiber 
 composites: part 1 - polyester resin matrix. Comp. Sci. Tech. 64: 1219-1230. 
Balasuriya, P. W., Ye, L., Mai, Y. W. and Wu, J. (2002). Mechanical properties of 
 wood flake-polyethylene composites. II. interface modification. J. Appl. 
 Polym. Sci. 83: 2505-2521. 
Behzad, M., Tajvidi, M., Ebrahim, G. and Falk, R. H. (2004). Dynamic mechanical 
 analysis of compatibilizer: effect on mechanical properties of wood 
 flour-high density polyethylene composites. IJE Transactions B: 
















Bourbigot S. and Fortaine, G. (2010). Flame retardancy of polylactide: an overview. 
 Polym. Chem. 1: 1413-1422. 
Bozaci, E., Sever, K., Demir, A., Seki, Y., Sarikanat, M. and Zdogan E. (2009). Effect 
 of the atmospheric plasma treatment parameters on surface and mechanical 
 properties of jute fabric  Fiber. Polym. 10: 781-786. 
Cao, Y., Sakamoto, S. and Goda, K. (2007). Effects of heat and alkali treatments on 
 mechanical properties of kenaf fibers. 16th International Conference on 
 Composite Materials. July 8-13, Tokyo, Japan. 
Carpentier, F., Bourbigot, S., Bras, M. L. and Delobel, R. (2000). Rheological 
 investigations in fire retardancy: application to ethylene-vinyl-acetate 
 copolymer/magnesium hydroxide/zinc borate formulations. Polym. Int. 49: 
 1216-1221. 
Charani, P. R., Rovshandeh, J. M., Moresby, B. and Ramezani, O. (2007). Influence 
 of hydrothermal treatment on the dimensional stability of beech wood. 
 Caspian J. Env. Sci. 5: 125-131. 
Chen, I., Hwang, S. K. and Chen, S. (1989). Chemical kinetics and reaction 
 mechanism of thermal decomposition of aluminum hydroxide and magnesium 
 hydroxide at high temperatures (973-1123 K). Ind. Eng. Chem. Res. 28:  
 738-742. 
Chen, T. and Shen, K. (2005). Synergistic benefits of metal hydroxides and zinc 
 borate in flame retardant wire and cable performance compounds. 54
th
 
 IWCS/FOCUS Conference: Proceedings of the International Wire & 
















Cui, Y., Lee, S., Noruziaan, B., Cheung, M. and Tao, J. (2008). Comp. Appl. Sci. 
 Manuf. 39 (4): 655-611. 
D ́ny ́di, L., Janecska, T., Szab ́, Z., Nagy, G., M ́cz ́, J. and Puk ́nszky, B. 
 (2007). Wood flour filled PP composites: compatibilization and adhesion. 
 Comp. Sci. Tech. 67: 2838-2846. 
Dong, S., Sapieha, S. and Schreiber, H. (1993). Mechanical properties of corona 
 modified cellulose/polyethylene composites. Polym. Eng. Sci. 33: 343-346. 
Ferreira, A. S., Lopes, F. P. D., Monteiro, S. N., Satyanarayana, K. G. (2010). Charpy 
 impact resistance of alkali treated curaua reinforced polyester composites. 
 Revista Matéria. 15: 131-137. 
Formicola, C., De Fenzo, A., Zarrelli, M., Frache, A., Giordano, M. and Camino, G., 
 (2009). Synergistic effects of zinc borate and aluminium trihydroxide on 
 flammability behaviour of aerospace epoxy system. Express Polymer 
 Lett. 3: 376-384. 
Franco, P. J. H. and Gonzalez, A. V. (2005). A study of the mechanical properties of 
 short natural-ﬁber reinforced composites. Comp. Part B. 36: 597-608. 
García, M., Hidalgo, J., Garmendia, I. and García, J. (2007). Wood-plastics 
 composites with better fire retardancy and durability performance. Comp. 
 Part A. 40: 1772-1776. 
Gassana, J. and Gutowski, V. S. (2000). Effects of corona discharge and UV 
 treatment on the properties of jute-fiber epoxy composites. Comp. Sci. 
















Gonzalez, A. V., Cervantes, J. M. U., Olayo, R. and Franco P. J. H. (1999). Chemical 
 modifcation of henequen fibers with an organosilane coupling agent. Comp. 
 Part B. 30: 321-331. 
Gonzalez, A. V., Cervantes U, J. M., Olayo, R. and Herrera F. P. J. (1999). 
 Effect of fiber surface treatment on the fiber-matrix bond strength of natural 
 fiber reinforced composites. Comp. Part B. 30: 309-320. 
Gonza´lez-Pena M. M., Curling, S. F. and Hale, M. D. C. (2009). On the effect of 
 heat on the chemical composition and dimensions of thermally-modiﬁed 
 wood. Polym. Degrad. Stab. 94: 2184-2193. 
Gosselin R, Rodrigue D, Riedl B. (2006) Injection molding of postconsumer 
 wood-plastic composites I: morphology. J. Thermo. Comp. Mat. 19 (6): 
 639-357. 
Gupta, B. S., Reiniati, I. and Laborie, M. P. G. (2007). Surface properties and 
 adhesion of wood ﬁber reinforced thermoplastic composites. Colloid. 
 Surface. A. 302: 388-395. 
Gupta, A. K., Biswal, M., Mohanty, S. and  Nayak, S. K. (2012). Mechanical, thermal 
 degradation and flammability studies on surface modified sisal fiber 
 reinforced recycled polypropylene composites. Adv. Mech. Eng. 2012: 1-13. 
Hakkou, M., Pe´trissans, M., Zoulalian, A. and Ge´rardin, P. (2005). Investigation 
 of wood wettability changes during heat treatment on the basis of chemical 
 analysis, Polym. Degrad. Stab. 89: 1-5. 
Hapuarachchi, T. D., Ren, G., Fan, M., Hogg, P. J. and Peijs, T. (2007). Fire 
 flame retardancy of natural fiber reinforced sheet molding compound. Appl.
















Harkin, J. M. (1969). Used for sawdust, shavings and waste chips. Forest Products 
 Laboratory, U.S. Department of Agriculture Forest Service, Madison, 
 Wisconsin. USA. 
Hausmann, K. and Flaris, V. (1997). Polymeric coupling agents as property 
 enhancers in highly filled polymer systems. Polym. Comp. 5: 113-119. 
Hendriks, A. T. W. M. and Zeeman, G. (2009). Pretreatments to enhance the 
digestibility  of lignocellulosic biomass. Biores. Tech. 100: 10-18 
Hippi, U., Mattila, J., Korhonen, M. and Seppala, J. (2003). Compatibilization of 
 polyethylene/aluminum hydroxide (PE/ATH) and polyethylene/magnesium 
 hydroxide (PE/MH) composites with functionalized polyethylenes. 
 Polymer. 44: 1193-1201 
Ichazo, M. N., Albano, C., González, J., Perera, R. and  Candal, M.V. (2001). 
 Polypropylene/wood flour composites: treatments and properties. Comp.
 Struc. 54: 207-214. 
Ikhlef, S., Nekkaa, S., Guessoum, M. and Haddaoui, N. (2012). Effects of alkaline 
 treatment on the mechanical and rheological properties of low-density 
 polyethylene/spartium junceum flour composites. ISRN Polym. Sci. 1: 1-7. 
Jang, J. and Lee, E. (2001). Improvement of the flame retardancy of paper 
 sluge/polypropylene composites. Polym. Test. 20: 7-13. 
Jeencham, R. (2010). Effect of flame retardants on physical properties of sisal 
 fiber/polypropylene composites. Master thesis. Suranaree University of 
















Joseph, K., Thomas, S. and Pavithran, C. (1996). Effect  of  chemical  treatment on 
 the tensile properties of short sisal fiber-reinforced polyethylene  
 composites. Polymer. 37: 5139-5149. 
Joseph, P. V., Joseph, K. and Thomas, S. (1999). Effect of processing variables on 
 the mechanical properties of sisal fiber-reinforced polypropylene 
 composites. Comp. Sci. Tech. 59: 1625-1640. 
Jayaraman, K. and Bhattacharyya, D. (2003). Mechanical performance of wood   
 fibre-waste plastic composite materials. Resour. Conservat. Recycl. 41:    
 307-319. 
Kaewkuk, S., Sutapun, W. and Jarukumjorn, K. (2010). Mechanical, thermal and 
 morphological properties of heated sisal fibers. 11
th
 Pacific Polymer 
 Conference 2009. December 6-10, Cairns, Australia. 
Karmarkar, A., Chauhan S. S., Modak , J. M. and  Chanda, M. (2007). Mechanical 
 properties of wood-ﬁber reinforced polypropylene composites: eﬀect of a 
 novel compatibilizer with isocyanate functional group. Comp. Part A. 38: 
 227-233. 
Karthikeyan, A. and Balanurugan, K. (2012). Effect of alkali treatment and fiber 
 length on impact behavior of coir fiber reinforced epoxy composites. J. Sci. 
 Ind. Res. 71: 627-631. 
Khalil, H. P. S. A., Shahnaz, S. B. S, Ratnam, M. M, Ahmad, F. and Fuaad, N. A. N. 
 (2006). Recycle polypropylene (RPP) wood sawdust (WSD) composites      
 part 1: the effect of different filler size and filler loading on mechanical and 
















Khan, G. M. A. and Alam, M. S. (2012). Thermal characteristic of chemically treated 
 coconut husk fiber. Indian J. Fiber Text. Res. 37: 20-26. 
Kim, H. S., Yang, H. S., Kim, H. J. and Park, H. J. (2004). Thermogravimetric 
 analysis of rice husk flour filled thermoplastic polymer composites. J. 
 Therm. Ana. Calorim. 76: 395-404. 
Klyosov, A. A. (2007). Wood-plastic composites. Hoboken. N.J. Wiley-Interscience. 
Khedari, J., Nankongnab, N., Hirunlabh, J. and Teekasap, S. (2004). New low-
 cost insulation particleboards from mixture of durian peel and coconut 
 coir. Build Environ. 39: 59-65.  
Kord, B. (2011). Influence of maleic anhydride on the flexural, tensile and impact 
 characteristics of sawdust flour reinforced polypropylene composite. World 
 Appl. Sci. J. 12: 1014-1016.  
Kozlowski, R. and Przybylak, M. W. (2008). Flammability and ﬁre resistance of 
 composites reinforced by natural ﬁbers. Polym. Adv. Tech. 19: 446-453. 
Kurt, R. and Mengeloglu, F. (2011). Utilization of boron compounds as synergists 
 with ammonium polyphosphate for flame retardant wood-polymer composites. 
 Turk. J. Agri. For. 35: 155-163.  
Lai, S. M., Yeh, F. C., Wang, Y., Chan, H. C. and Shen, H. F. (2003). Comparative 
 study of maleated polyolefins as compatibilizers for polyethylene/wood flour 
 composites. J. Appl. Polym. Sci. 87: 487-496. 
Lei, Y., Wu, Q., Yao, F. and Xu, Y. (2007). Preparation and properties of recycled 
















Li, B. and He, J. (2004). Investigation of mechanical property, ﬂame retardancy and 
 thermal degradation of LLDPE-wood-ﬁber composites. Polym. Degrad. 
 Stab. 83: 241-246. 
Li, Q. and Matuana, L. M (2003). Surface of cellulosic materials modiﬁed with 
 functionalized polyethylene coupling agents. J. Appl. Poly. Sci. 88: 278-286. 
Li, S., Long, B., Wang, Z., Tian, Y., Zheng, Y. and Zhang, Q. (2010). Synthesis of 
 hydrophobic zinc borate nanoﬂakes and its effect on ﬂame retardant properties 
 of polyethylene. J. Solid State Chem. 183: 957-962. 
Liu, W., Mohanty, A. K., Drzal, L. T., Askel, P. and Misra, M. (2004). Effects of 
 alkali treatment on the structure, morphology and thermal properties of native 
 grass fibers as reinforcements for polymer matrix composites. J. Mater. Sci. 
 39: 1051-1054. 
Li, X., Tabil, L. G., Panigrahi, S. and Crerar, W. J. (2009). The inﬂuence of ﬁber 
 content on properties of injection molded ﬂax ﬁber-HDPE biocomposites. 
 Can. Soc. Bioeng. 6:1-10. 
Lopattananon, N., Panawarangkul, K., Sahakaro, K. and Ellis, B. (2006). 
 Performance of pineapple leaf fiber-natural rubber composites: The 
 effect of fiber surface treatments. J. Appl. Polym. Sci. 102: 1974-1984. 
Lu, J. Z., Wu, Q. and Negulescu, I. I. (2005). Wood-fiber/high-density-polyethylene 
 composites: coupling agent performance. J. Appl. Polym. Sci. 96: 93-102. 
Luz, S. M., Tio J. D., Rocha, G. J. M., Gonçalves, A. R. and Del’Arco Jr, A. P. 
 (2008). Cellulose and cellulignin from sugarcane bagasse reinforced 
 polypropylene composites: effect of acetylation on mechanical and 
















Marcovich, N. E. and Villar, M. A. (2003). Thermal and mechanical characterization 
 of linear low density polyethylene/wood flour composites. J. Appl. Polym. 
 Sci. 90: 2775-2784. 
Manfredi, L. B., Rodriguez, E. S., Przybylak, M. W. and Vazquez, A. (2006). 
 Thermal degradation and ﬁre resistance of unsaturated polyester, modiﬁed 
 acrylic  resins and their composites with natural ﬁbres. Polym. Degrad. Stab. 
 91: 255-261. 
Mansour, S. H., Asaad J. N., Iskander, B. A. and Tawfik, S. Y. (2008). Influence of 
 some additives on the performance of wood flour/polyolefin composites. J. 
 Appl. Polym. Sci. 109: 2243-2249.  
Mohd Edeerozey, A. M., Akil, H., Azhar, A. B. and Zainal Ariffin, M. I. (2007). 
 Chemical modification of kenaf fibers. Mater. Lett. 61: 2023-2025. 
Mwaikambo, L. Y. and Ansell, M. P. (2006). Mechanical properties of alkali 
 treated plant fibres and their potential as reinforcement materials II. sisal 
 fibres. J. Mat. Sci. 41: 2497-2508. 
Mwaikambo, L.Y. (2009). Tensile properties of alkalized jute fibers. Biores. 4:     
 566-588. 
Mwaikambo, L. Y. and Ansell, M. P. (2002). Chemical modification of hemp, sisal, 
 jute and kapok fiber by alkalization, J. Appl. Polym. Sci. 84: 2222-2234.  
Najafi, S. K., Hamidinia, E. and Tajvidi, M. (2006) Mechanical properties of 
 composites from sawdust and recycled plastics. J. Appl. Polym. Sci. 100: 
 3641-3645. 
Ndazi, B. S., Christain, N. and Tesha, J. (2007). Chemical and thermal stability of rice 
















Ning, Y. and Guo, S. (2000). Flame-retardant and smoke-suppressant properties of 
 zinc borate and aluminum trihydrate-filled rigid PVC. J. Appl. Polym. Sci. 
 77: 3119-3127.  
Norzali, A., Badri, K. H. and Nuawi, M. Z. (2011). Loading effect of aluminum 
 hydroxide onto the mechanical, thermal conductivity, acoustical and 
 burning properties of the palm-based polyurethane composites. Sains 
 Malaysiana. 40: 737-742. 
Nourbakhas, A., and Ashori, A. (2009). Preparation and properties of wood plastic 
 composites made of recycled high-density polyethylene. J. Comp. Mater. 8: 
 877-883.  
Ochi, S. (2012). Tensile properties of bamboo fiber reinforced biodegradable plastics. 
 Int. J. Comp. Mater. 2: 1-4. 
Oksman, K. and Lindberg, H. (1997). Inﬂuence of thermoplastic elastomers on 
 adhesion in polyethylene-wood flour composites. J. Appl. Polym. Sci. 68: 
 1845-1855. 
Ouajai, S. and Shanks, R. A. (2005). Composition, structure and thermal degradation 
 of hemp cellulose after chemical treatments. Polym. Degrad. Stab. 89:     
 327-335. 
Pandey, K. K. (1999). A study of chemical structure of soft and hardwood and wood 
 polymers by FTIR spectroscopy. J. Appl. Polym. Sci. 71: 1969-1975. 
Panthapulakkal, S. and Sain M. (2007). Agro-residue reinforced high-density 
 polyethylene composites: fiber characterization and analysis of composite 

















Paul, S. A., Laurent Ibos, A. B., Candau, Y., Joseph, K. and Thomas, S (2008). 
 Effect of ﬁber loading and chemical treatments on thermophysical properties 
 of banana ﬁber/polypropylene commingled composite materials. Comp. 
 Part A. 39: 1582-1588. 
Pickering, K. L., Abdalla, A. J. C., McDonald, A. G. and Franich, R. A. (2003). The 
 effect of silane coupling agents on radiata pine ﬁbre for use in thermoplastic 
 matrix composites. Comp. Part A 34: 915-926. 
Plentz, R. S., Miotto, M., Schneider, E. E., Forte, M. S. M. C, Mauler, R. S. and 
 Nachtigall, S. M. B. (2006). Effect of a macromolecular coupling agent on the 
 properties of aluminum hydroxide/PP composites, J. Appl. Polym. Sci. 101: 
 1799-1805.  
Pracella, M., Chionna, D., Anguillesi, I., Kulinski, Z. and Piorkowska, E. (2006). 
 Functionalization, compatibilization and properties of polypropylene 
 composites with hemp ﬁbres. Comp. Sci. Tech. 66: 2218-2230. 
Ragoubi , M., Georgea, B., Molinaa, S., Bienaimé, D., Merlina, A., Hiver, J. M. and 
 Dahoun, A. (2012). Effect of corona discharge treatment on mechanical and 
 thermal properties of composites based on miscanthus fibers and polylactic 
 acid or polypropylene matrix. Comp. Part A. 43: 675-685. 
Ramazani, S. A. A., Rahimi, A., Frounchi, M. and Radman, S. (2008). 
 Investigation of flame retardancy and physicalmechanical properties of 
 zinc borate and aluminum hydroxide propylene composites, Mater. 
















Rana, A. K., Mandal, A., Mitra, B. C., Jacobson, R., Rowell, R. and Banerjee, A. N. 
(1998). Short jute fiber-reinforced polypropylene composites: effect of 
compatibilizer. J. Appl. Polym. Sci. 69: 329-338. 
Ray, D. and Sarkar, B. K. (2001). Characterization of alkali-treated jute fibers for 
 physical and mechanical properties. J. Appl. Polym. Sci. 80: 1013-1020.  
Ray, D., Sarkar, B. K., Basak, R. K. and Rana, A. K. (2002). Study of the thermal 
 behavior of alkali-treated jute fibers, J. Appl. Polym. Sci. 85: 2594-2599. 
Reddy, O. K., Shukla, M., Maheswari, U. C. and Rajulu, V. A. (2012). Mechanical 
and physical characterization of sodium hydroxide treated Borassus fruit 
fibers. J. For. Res. 23: 667-674 
Ridzuan, R., Beg, M. D. H., Rosli, M. Y., Rohaya, M. H., Astimar, A. A., Samahani, 
 S. and Zawawi, I. (2013). Effects of coupling agent and flame retardant on the 
 performances of oil palm empty fruit bunch fiber reinforced polypropylene 
 composites. World Acad. Sci. Eng. Tech.7: 06-24. 
Rosa, M., Chiou, B., Medeiros, E., Wood, D., Williams, T., Mattoso, L., Orts, W.  and 
 Imam, S. (2009). Effect of fiber treatments on tensile and thermal properties 
 of starch/ethylene vinyl alcohol copolymers/coir biocomposites. Biores. 
 Tech. 100: 5196-5202. 
Roy, A., Chakraborty, S., Kundu, S. P., Basak, R. K., Majumder, S. B. and Adhikari, 
 B. (2012). Improvement in mechanical properties of jute fibers through mild 
 alkali treatment as demonstrated by utilization of the Weibull distribution 
















Sailaja, R. R. N. (2006). Mechanical and thermal properties of bleached kraft pulp-
 LDPE composites: eﬀect of epoxy functionalized compatibilizer. Comp. Sci. 
 Tech. 66: 2039-2048. 
Sain, M., Park, S. H., Suhara, F. and Law, S. (2004). Flame retardant and mechanical 
 properties of natural fibre-PP composites containing magnesium hydroxide. 
 Polym. Degrad. Stab. 83: 363-367.  
Schartel. B., Knoll, U., Hartwig, A. and Pütz, D. (2006). Phosphonium-modified 
 layered silicate epoxy resins nanocomposites and their combinations with 
 ATH and organo-phosphorus fire retardants. Polym. Adv. Tech. 17: 
 281-293. 
Selke, S. E. and Wichman, I. (2004). Wood fiber/polyolefin composites Comp. 
 Part A. 35: 321-326. 
Salleh, F. M., Hassan, A., Yahya, R., Araga, R. A. L., Azzahari, A. D., and Nazir, M. 
 N. Z. M. (2014). Improvement in the mechanical performance and interfacial 
 behavior of kenaf fiber reinforced high density polyethylene composites by the 
 addition of maleic anhydride grafted high density polyethylene. J. Polym. 
 Res. 21: 1-11. 
Shah, A. R., Lee, D., Kim, S., Wasy, A., Wang, Y. Q., Ham, K. C., Jayaraman, K.,
 Kim, B. S. and Song, J. I. (2013). Effect of wt% of ATH on mechanical 
 strength of polypropylene/aluminium trihydrate (PP/ATH) composite. 9th 
 International  Conference on Fracture & Strength of Solids. June 9-13, 
















Sinha, E. and Rout, S. K. (2009). Influence of fiber-surface treatment on structural, 
 thermal and mechanical properties of jute fiber and its composite. Bull. 
 Mater. Sci. 32: 65-76.  
Stark, N. M. and Matuana, L. M. (2007). Characterization of weathered wood plastic 
 composite surfaces using FTIR spectroscopy, contact angle, and XPS, Polym. 
 Degrad. Stab. 92: 1883-1890  
Stark, N. M., White, R. H., Mueller, S. A. and Osswald, T. A. (2010). Evaluation  of 
 various fire retardants for use in wood flour polyethylene composites. 
 Polym. Degrad. Stab. 95: 1903-1910. 
Suardana, N. P. G., Piao, Y. and Lim, J. K. (2011). Mechanical properties of hemp 
 fibers and hemp fiber/PP composites: effects of chemical surface treatment. 
 Mater. Phys. Mech. 11: 1-8. 
Suppakarn, N. and Jarukumjorn, K. (2009). Mechanical properties and ﬂammability 
 of sisal/PP composites: effect of ﬂame retardant type and content. Comp. 
 Part B. 40: 613-618. 
Sydenstricker, T. H. D., Mochnaz, S. and Amico, S. C. (2003). Pull-out and other 
 evaluations in sisal-reinforced polyester biocomposites. Polym. Test. 22: 375-
 380. 
Tai, C. M. and Li, R. K. Y. (2001). Mechanical properties of flame retardant filled 
 polypropylene composites. J. Appl. Polym. Sci. 80: 2718-2728.  
Takase, S. and Shiraishi, N. (1989) Studies on composites from wood and 
















Threepopnatkul, P., Kaerkitcha, N. and Athipongarporn, N. (2009). Effect of 
 surface treatment on performance of pineapple leaf ﬁber-polycarbonate 
 composites. Comp. Part B. 40: 628-632. 
Tu, X., Young, R. A. and Denes, F. (1994). Improvement of bonding between 
 cellulose and polypropylene by plasma treatment. Cellulose. 1: 87-106 
Wang, G., Jiang, P., Zhu, Z. and Yin, J. (2002). Structure-property relationships of 
 LLDPE-highly filled with aluminum hydroxide. J. Appl. Polym. Sci. 85: 
 2485-2490.  
Wang, Y., Yeh, F. C., Lai, S. M., Chan, H. C. and Shen, H. F. (2003). 
 Effectiveness of functionalized polyolefin as compatibilizers for 
 polyethylene/wood flour composites. Polym. Eng. Sci. 43: 933-945. 
Wielage, B., Lampke, T., Marx, G., Nestler, K. and Stake, D. (1999). 
 Thermogravimatric and differential scanning calorimetric analysis of natural 
 fiber and polypropylene. Thermochim. Acta. 337: 169-177. 
Yang, H. S., Kim, H. J., Park, H. J., Lee, B. J. and Hwang, T. S. (2007).  Effect of 
 compatibilizing agents on rice-husk flour reinforced polypropylene 
 composites. Comp. Struc. 77: 45-55.  
Yang, H. S., Wolcott, M. P., Kim, H. S., Kim, S. and Kim, H. J. (2007). Eﬀect of 
 diﬀerent compatibilizing agents on the mechanical properties of 
 lignocellulosic material ﬁlled polyethylene bio-composites. Comp. Struct. 79: 
 369-375. 
Yang, H., Yan, R., Chen, H., Lee, D. H. and Zheng, C. (2007). Characteristics of 
















Yang, T. H., Lin, C. J., Wang, S. Y. and Tsai, M. J. (2007) Characteristics of 
 particleboard made from recycled wood-waste chips impregnated with 
 phenol formaldehyde resin. Build Environ. 42: 189-95. 
Yao, F., Wu, Q., Lei, Y. and Xu, Y. (2008). Rice straw fiber-reinforced high-density 
 polyethylene composite: effect of fiber type and loading. Ind. Crop. Prod. 
 28: 63-72. 
Yildiz, S., Gezer, E. D. and Yildiz U. C. (2006). Mechanical and chemical behavior of 
 spruce wood modiﬁed by heat. Build. Environ. 41: 1762-1766 
Yuan, X., Jayaraman, K. and Bhattacharyya, D. (2004). Effects of plasma treatment in 
 enhancing the performance of wood ﬁber-polypropylene composites. Comp. 
 Part A. 35: 1363-1374. 
United State Environmental Protection Agency (2010). Municipal solid waste in  the 
 United States: 2009 facts and figures, Washington (DC), United State of 
 America.  
Zhang, X., Guo, F., Chen, J., Wang, G. and Liu, H. (2005). Investigation of interfacial 
 modification for flame retardant ethylene vinyl acetate copolymer/alumina 





























































List of Publications 
Jarapanyacheep, R. and Jarukumjorn, K. (2013). Mechanical properties and 
 flammability of sawdust/recycled high density polyethylene composites. In 
 Proceedings of Pure and Applied Chemistry International Conference 
 2013 (PACCON) (pp 665-668). Chonbiri, Thailand. 
Jarapanyacheep, R. and Jarukumjorn, K. (2013). Effect of flame retardant on 
 mechanical properties and flammability of sawdust/recycled high density 
 polyethylene composites. In abstract of The 4
th
 Research Symposium on 
 Petrochemical and Materials Technology and The 19
th
 PPC Symposium 
 on Petroleum, Petrochemicals and Polymers (pp 93). Bangkok, Thailand. 
Jarapanyacheep, R. and Jarukumjorn, K. (2013). Effects of sawdust content and 
 alkali treatment on mechanical and flame retarding properties of 
 sawdust/recycled high density polyethylene composites. Adv. Mater. Res. 










































































































































































 Rapisa Jarapanyacheep was born on March 18, 1989 in Bangkok, Thailand. 
She graduated from Suranaree University of Technology in 2011 with Bachelor’s 
degree in Engineering (Polymer Engineering). She then continued her Master’s 
degree in Polymer Engineering at School of Polymer Engineering, Institute of 
Engineering, Suranaree University of Technology. During her study, she presented 
one oral and two posters presentation entitled “Mechanical properties and 
flammability of sawdust/recycled high density polyethylene composites” in Pure 
and Applied Chemistry International Conference 2013 (PACCON2013) in Chonburi, 
Thailand, “Effect of flame retardant on mechanical properties and flame ability 
of and sawdust/recycled high density polyethylene composites” in The 4th 
Research Symposium on Petrochemical and Materials Technology and 19
th
 PPC 
Symposium on Petroleum, Petrochemicals and Polymers, Bangkok, Thailand, and 
“Effects of sawdust content and alkali treatment on mechanical and flame 
retarding properties of sawdust/recycled high density polyethylene composites” 
in The 1
st
 International Conference on the Science and Engineering of Materials 2013 
(ICoSEM 2013) in Kuala Lumpur, Malaysia. 
 
 
 
